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Abstract: This contribution proposes to evaluate the solutions for Key Issue #14.
1. Discussion
Only one solution i.e. Solution #46 is captured for the Key Issue 14: NWDAF-assisted application detection. 
Solution #46 could be used to provision either new PFD information for existing applications or to define new PFD information for new applications. 
-	To provision new PFDs for existing applications, the NWDAF should collect historical PFD information and the corresponding QoS flow information from UPF. 
-	To provision new PFDs for new applications, the NWDAF could collect packet's URL, packet's Domain Name, and IP 3-tuple etc.
2. Text Proposal
[bookmark: _Toc326248712][bookmark: _Toc519004414]It is proposed the following changes to TR 23.700-91.
* * * * First change * * * *
[bookmark: _Toc50022786][bookmark: _Toc50023435][bookmark: _Toc50024020][bookmark: _Toc23409921][bookmark: _Toc31546][bookmark: _Toc25417815][bookmark: _Toc22928][bookmark: _Toc20753][bookmark: _Toc30459][bookmark: _Toc21408][bookmark: _Toc19313][bookmark: _Toc27964][bookmark: _Toc31296428][bookmark: _Toc28252][bookmark: _Toc30155555][bookmark: _Toc10420][bookmark: _Toc5722][bookmark: _Toc31448750][bookmark: _Toc50310089][bookmark: _Toc30155675][bookmark: _Toc20664][bookmark: _Toc31361045][bookmark: _Toc25740482][bookmark: _Toc43393396][bookmark: _Toc5237][bookmark: _Toc25416992][bookmark: _Toc25417347][bookmark: _Toc31639226][bookmark: _Toc20730731][bookmark: _Toc42770255][bookmark: _Toc50022066][bookmark: _Toc42779311][bookmark: _Toc44004568][bookmark: _Toc50021497][bookmark: _Toc50579821]7	Overall Evaluation
Editor's note:	This clause will provide evaluation of different solutions.
[bookmark: _Toc50022787][bookmark: _Toc50022067][bookmark: _Toc50023436][bookmark: _Toc50024021][bookmark: _Toc50310090][bookmark: _Toc50021498][bookmark: _Toc50579822]7.14	Key Issue #14: NWDAF-assisted application detection
Only one solution i.e. Solution #46 is captured for the Key Issue 14: NWDAF-assisted application detection. 
Solution #46 could be used to provision either new PFD information for existing applications or to define new PFD information for new applications. 
-	To provide analytics to decide new PFDs for existing applications, the NWDAF collects historical PFD information from NEF (PFDF) and the corresponding traffic information from UPF. 
-	To provide analytics to decide new PFDs for new applications, the NWDAF collects packet's URL, packet's Domain Name, and IP 3-tuple etc.
* * * * Second change * * * *
* * * * End of changes * * * *
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