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1 Overall description
TR 23.700-40 includes in one of its key issues “whether and how to limit the data rate of UE which includes both GBR and non-GBR traffic for a Network Slice, ensuring that the aggregate of the PDU sessions that use the slice are rate limited to the rate defined for the Network Slice in DL and UL on both GBR and non-GBR traffic”.

There are several solutions in the TR 23.700-40 aiming to resolve this key issue, there are solutions impacting RAN and not impacting RAN. For those impacting RAN, a new QoS parameter Slice-MBR is defined and used as follows:
· Solution#22 proposes to enforce UL and DL Slice-MBR in RAN as defined in clause 6.22.2.
· Solution #37 proposes to signal Slice-MBR to RAN, not for enforcement but may be used to calculate the UE-AMBR value.
· Solution #13 proposes to signal UL Slice-MBR from SMF to UE via N1 for non-GBR traffic enforcement, if UE support it.

· Solution #43, related to solution #22, proposes that RAN notifies the AMF when the Slice-MBR is reached.
SA2 asks RAN WG2 and RAN WG3 to check the impacts on RAN for the solution above and inform on their feasibility and any feedback from RAN on the preferred solution.
2
Actions
To RAN WG2, RAN WG3,
ACTION: 
SA2 would like to kindly ask RAN WG2 and RAN WG3 to provide feedback as indicated above.
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