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[bookmark: _Toc462478989]Abstract of the contribution: This contribution proposes conclusion for KI#5

1	Proposal
It is proposed to agree the changes:

/********************Start of Change***************/
[bookmark: _Toc50467040][bookmark: _Toc50468384][bookmark: _Toc50468654][bookmark: _Toc50468925][bookmark: _Toc50630900][bookmark: _Toc50631402]7.2	Evaluation of solutions for Key Issue #5
There are two solutions on KI#5. One difference is in solution#50 the requested target DNAI(s) is applied to existing PDU session notified via Nsmf_EventExposure service operation to AMF for I-SMF/SMF selection, while in solution#12 the requested DNAI(s) is applied to subsequent new PDU session. In both solutions the target DNAI(s) is sent to AMF via Nsmf_PDUSession_SMContextStatusNotifyNamf_Communication_N1N2MessageTransfer service operation. After the AMF receives the requested target DNAI(s) it can insert a proper I-SMF for current PDU session(solution#50), or select a proper new I-SMF/SMF which can serve the requested DNAI(s) for existing/subsequent PDU session(solution#12).

/*******************Next Change****************/

[bookmark: _Toc23255042][bookmark: _Toc26346414][bookmark: _Toc26346627][bookmark: _Toc26773897][bookmark: _Toc31192364][bookmark: _Toc31192524][bookmark: _Toc31193015][bookmark: _Toc31616194][bookmark: _Toc31616269][bookmark: _Toc31616345][bookmark: _Toc31616421][bookmark: _Toc43317521][bookmark: _Toc43374993][bookmark: _Toc43375454][bookmark: _Toc43801978][bookmark: _Toc43806244][bookmark: _Toc43806551]9	Conclusions
[bookmark: _Toc50468387][bookmark: _Toc50468657][bookmark: _Toc50468928][bookmark: _Toc50630903][bookmark: _Toc50631405][bookmark: _Toc50467043]9.x	Conclusions for Key Issue #5
[bookmark: _Toc50630643][bookmark: _Toc50631145]The SMF uses Nsmf_PDUSession_SMContextStatusNotify operation to send the target DNAI(s) to the AMF to assistant the I-SMF/SMF selection. The AMF then uses the target DNAI(s) for I-SMF/SMF selection for existing or subsequent PDU Session. Clause 6.12.2.2 in Solutions #12 and solution#50 are recommended into normative.

/*******************End of Change****************/
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