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Abstract of the contribution: This contribution proposes the evaluation and conclusion for QoS handling of UE-to-UE Relay.
Introduction
One solution (solution 31) in this TR address the QoS splitting between PC5 and Uu interfaces for UE-to-UE Relay.
In this paper we add the evaluation for sol#31, and propose the conclusion for this issue.
Proposal

It is proposed to include the following changes in TR 23.752.
* * * 1st change * * * 

7.4
Key Issue #4: Support of UE-to-UE Relay
The clause evaluates the solutions for KI#4 as following.
For QoS handling of UE-to-UE Relay:

Solution31 is applicable for both Layer 2 UE-to-UE Relay and Layer 3 UE-to-UE Relay. Source UE decides and provides the E2E QoS parameters between source UE and target UE to UE-to-UE Relay. UE-to-UE Relay splits the E2E QoS parameters into two parts: Source side PC5 QoS parameters and Target side PC5 QoS parameters. For the Layer 2 UE-to-UE Relay, it requires UE-to-UE Relay update the PC5 signalling between source UE and target UE with the new QoS parameters, which need to be confirmed by RAN2.
* * * 2nd change * * * 

8.4
Key Issue #4: Support of UE-to-UE Relay
For Key Issue #4, the following aspects are concluded:
For QoS handling of UE-to-UE Relay, Sol#31 is adopted for normative work, with the following aspects:
-
Source UE provides the E2E QoS parameters between source UE and target UE to UE-to-UE Relay. The UE-to-UE Relay splits the E2E QoS parameters for the two PC5 interfaces;

-
it is applicable for both Layer 2 UE-to-UE Relay and Layer 3 UE-to-UE Relay, but for Layer 2 UE-to-UE Relay, need be confirmed by RAN2.
* * * End of changes * * * 
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