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* * * 1st Change * * * 
[bookmark: _Toc58920839][bookmark: _Toc58920880]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[5]	Void.
[6]	3GPP TS 28.532: "Management and orchestration; Generic management services".
[7]	3GPP TS 28.550: "Management and orchestration; Performance Assurance".
[8]	3GPP TS 28.552: "Management and orchestration; 5G performance measurements".
[9]	3GPP TS 28.545: "Management and orchestration; Fault Supervision (FS)".
[10]	3GPP TS 28.554: "Management and orchestration; 5G end to end Key Performance Indicators (KPI)".
[11]	ITU‑T Recommendation P.1203.3: "Parametric bitstream-based quality assessment of progressive download and adaptive audiovisual streaming services over reliable transport - Quality integration module".
[12]	3GPP TS 38.215: "NR; Physical layer measurements".
[13]	Void.
[14]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".
[15]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[16]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[17]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes".
[18]	3GPP TS 29.510: "5G System; Network function repository services; Stage 3".
[19]	3GPP TS 28.533: "Management and orchestration; Architecture framework".
[20]	3GPP TS 37.320: "Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; stage 2".
[21]	3GPP TS 28.201: "Charging management; Network slice performance and analytics charging in the 5G System (5GS); stage 2".
[x]	3GPP TS 28.541: " Management and orchestration; 5G Network Resource Model (NRM); Stage 2 and stage 3".
* * * 2nd Change * * * 
[bookmark: _Toc58920879]6.4.1	General
This clause specifies how NWDAF can provide Observed Service Experience (i.e. average of observed Service MoS and/or variance of observed Service MoS indicating service MOS distribution for services such as audio-visual streaming as well as services that are not audio-visual streaming such as V2X and Web Browsing services) analytics, in the form of statistics or predictions, to a service consumer.
The Observed Service Experience analytics may provide one or both of the following:
-	Service Experience for a Network Slice: Service Experience for a UE or a group of UEs or any UE in a Network Slice;
-	Service Experience for an Application: Service Experience for a UE or a group of UEs or any UE in an Application or a set of Applications.
Therefore, Observed Service experience may be provided individually per UE or group of UEs, or globally, averaged per Application or averaged across a set of Applications on a Network Slice.
The service consumer may be an NF (e.g. PCF), or the OAM.
The consumer of these analytics shall indicate in the request or subscription:
-	Analytics Id set to "Service Experience";
-	The Target of Analytics Reporting: one or more SUPI(s) or Internal Group Identifier(s), or "any UE";
-	Analytics Filter Information as defined in Table 6.4.1-1; and
-	optionally, maximum number of objects and maximum number of SUPIs;
Table 6.4.1-1: Analytics Filter Information related to the observed service experience
	Information
	Description
	Mandatory

	
	
	Application
	Network Slice

	Application ID (0...max)
	The identification of the application(s) for which the analytics information is subscribed or requested.
	Y
	N

	S-NSSAI
	Identifies the Network Slice for which analytics information is subscribed or requested.
	N
	Y

	NSI ID(s)
	Identifies the Network Slice instance(s) for which analytics information is subscribed or requested.
	N
	N

	Area of Interest
	Identifies the Area (i.e. set of TAIs), as defined in TS 23.501 [2] for which the analytics information is subscribed or requested.
	N
	N

	Media/application bandwidth
	Identifies the Media/application bandwidth requirement of the application.
	N
	N

	DNN
	DNN to access the application.
	N
	N

	DNAI
	Identifier of a user plane access to one or more DN(s) where applications are deployed as defined in TS 23.501 [2].
	N
	N

	RAT Type
	Identifies the RAT type the UE camps on when consuming the application(s).
	N
	N

	Frequency
	Idnetifies the frequency the UE camps on when consuming the application(s).
	N
	N



NOTE:	A service consumer may use the Area of Interest in order to reduce the amount of signalling that the analytics subscription or request generates.
-	An Analytics target period that indicates the time window for which the statistics or predictions are requested;
-	In a subscription, the Notification Correlation Id and the Notification Target Address.
The NWDAF shall notify the result of the analytics to the consumer as specified in clause 6.4.3.
NWDAF collects the network data from AF (directly or via NEF) and from other 5GC NF(s) in order to calculate and provide statistics and predictions on the observed service experience to a consumer NF or to OAM.
Based on the Analytics Filter information in Table 6.4.1-1 and the Target of Analytics reporting provided by the service consumer in the analytics subscription or request, NWDAF determines whether service experience analytics should be delivered for:
i)	Application(s);
ii)	Network Slice;
iii)	both Application(s) and Network Slice.
If NWDAF is unable to differentiate based on the analytics subscription or request, it provides service experience analytics for both Application(s) and Network Slice.
If service experience for both Application(s) and Network Slice is desired but the Target of Analytics reporting or Analytics Filter information values (e.g. Area of Interest) need to be different, separate subscriptions/requests may be provided by the service consumer.

* * * 3rd Change * * * 
6.4.2	Input Data
The service data collected from the AF, the network data from other 5GC NFs and the network data from OAM for observed service experience are defined in Table 6.4.2-1, Table 6.4.2-2 and, Table 6.4.2-3 and Table 6.4.2-x, respectively.
Table 6.4.2-1: Service Data from AF related to the observed service experience
	Information
	Source
	Description

	Application ID
	AF
	To identify the service and support analytics per type of service (the desired level of service)

	IP filter information
	AF
	Identify a service flow of the UE for the application

	Locations of Application
	AF/NEF
	Locations of application represented by a list of DNAI(s). The NEF may map the AF-Service-Identifier information to a list of DNAI(s) when the DNAI(s) being used by the application are statically defined.

	Service Experience
	AF
	Refers to the QoE per service flow as established in the SLA and during on boarding. It can be either e.g. MOS or video MOS as specified in ITU-T P.1203.3 [11] or a customized MOS for any kind of service including those not related to video or voice.

	Timestamp
	AF
	A time stamp associated to the Service Experience provided by the AF, mandatory if the Service Experience is provided by the ASP.



NWDAF subscribes to the service data from AF in the Table 6.4.2-1 either directly for trusted AFs by invoking Naf_EventExposure_Subscribe service (Event ID = Service Experience information, Event Filter information = Area of Interest, Application ID) as defined in TS 23.502 [3], or indirectly for untrusted AFs via NEF by invoking Nnef_EventExposure_Subscribe service (Event ID = Service Experience information, Event Filter information = Area of Interest, Application ID) where NEF translates the Area of Interest into geographic zone identifier(s).
NOTE:	When the Service Experience is expressed as a customized MOS, the customized MOS may be defined by the content provider or by the MNO and may be based on the nature of the targeted service type (e.g. web browsing, gaming, augmented reality, V2X, SMS).
Table 6.4.2-2: QoS flow level Network Data from 5GC NF related to the QoS profile assigned for a particular service (identified by an Application Id or IP filter information)
	Information
	Source
	Description

	Timestamp
	5GC NF
	A time stamp associated with the collected information.

	Location
	AMF
	The UE location information, e.g. cell ID.

	(list of)SUPI(s)
	AMF
	If UE IDs are not provided as target of analytics reporting for slice service experience, AMF returns the UE IDs matching the AMF event filters.

	DNN
	SMF
	DNN for the PDU Session which contains the QoS flow

	S-NSSAI
	SMF
	S-NSSAI for the PDU Session which contains the QoS flow

	Application ID
	SMF
	Used by NWDAF to identify the application service provider and application for the QoS flow

	IP filter information
	SMF
	Provided by the SMF, which is used by NWDAF to identify the service data flow for policy control and/or differentiated charging for the QoS flow

	QFI
	SMF
	QoS Flow Identifier

	QoS flow Bit Rate
	UPF
	The observed bit rate for UL direction; and
The observed bit rate for DL direction

	QoS flow Packet Delay
	UPF
	The observed Packet delay for UL direction; and
The observed Packet delay for the DL direction

	Packet transmission
	UPF
	The observed number of packet transmission

	Packet retransmission
	UPF
	The observed number of packet retransmission



NOTE 1:	How NWDAF collects QoS flow Bit Rate, QoS flow Packet Delay, Packet transmission and Packet retransmission information from UPF is not defined in this Release of the specification.
NOTE 2:	Care shall be taken with regards to load and major signalling caused when requesting Any UE. This could be achieved via utilization of some event filters (e.g. Area of Interest for AMF), Analytics Reporting Information (e.g. SUPImax), or sampling ratio as part of Event Reporting Information.
NWDAF subscribes to the network data from 5GC NF(s) in the Table 6.4.2-2 by invoking Nnf_EventExposure_Subscribe service operation with the following Event IDs as input parameters:
-	AMF Source: Namf_EventExposure_Subscribe (Event IDs = Location Changes, Area of Interest).
-	SMF Source: Nsmf_EventExposure_Subscribe (Event ID = QFI allocation).
Table 6.4.2-3: UE level Network Data from OAM related to the QoS profile
	Information
	Source
	Description

	Timestamp
	OAM
	A time stamp associated with the collected information.

	Reference Signal Received Power
	OAM
	The per UE measurement of the received power level in a network cell, including SS-RSRP, CSI-RSRP as specified in clause 5.5 of TS 38.331 [14] and E-UTRA RSRP as specified in clause 5.5.5 of TS 36.331 [15]

	Reference Signal Received Quality
	OAM
	The per UE measurement of the received quality in a network cell, including SS-RSRQ, CSI-RSRQ as specified in clause 5.5 of TS 38.331 [14] and E-UTRA RSRQ as specified in clause 5.5.5 of TS 36.331 [15]

	Signal-to-noise and interference ratio
	OAM
	The per UE measurement of the received signal to noise and interference ratio in a network cell, including SS-SINR, CSI-SINR, E-UTRA RS-SINR, as specified in clause 5.1 of TS 38.215 [12]

	Frequency
	OAM
	The frequency of a certain cell ID, as specified in clause 4.3.5 of TS 28.541 [X].



Note: whether NWDAF can retrieve frequency of a certain cell from OAM using existing service or new defined service, or the cell frequency information can be statically configured in NWDAF by operator is not defined in this Release of the specification.
NWDAF subscribes the network data from OAM in the Table 6.4.2-3 by using the services provided by OAM as described in clause 6.2.3.
Table 6.4.2-x: UE level Network Data from 5G NF related to the Service Experience
	Information
	Source
	Description

	Timestamp
	5GC NF
	A time stamp associated with the collected information.

	Location
	AMF
	The UE location information, e.g. cell ID

	(list of)SUPI(s)
	AMF
	If UE IDs are not provided as target of analytics reporting for slice service experience, AMF returns the UE IDs matching the AMF event filters.

	RAT Type
	AMF
	The RAT type the UE camps on, as specified in clause 6.2.1.2 of TS 23.503 [3].



NWDAF subscribes to the network data from 5GC NF(s) in the Table 6.4.2-x by invoking Nnf_EventExposure_Subscribe service operation with the following Event IDs as input parameters:
-	AMF Source: Namf_EventExposure_Subscribe (Event IDs = Location Changes, Area of Interest).
The Event Filters for the service data collection from SMF, AMF and AF are defined in TS 23.502 [3].
The timestamps are provided by each NF to allow correlation of QoS and traffic KPIs. The clock reference is able to know the accuracy of the time and correlate the time series of the data retrieved from each NF.

* * * 4th Change * * * 
[bookmark: _Toc58920881]6.4.3	Output Analytics
The NWDAF services as defined in the clause 7.2 and 7.3 are used to expose the analytics.
-	Service Experience statistics information is defined in Table 6.4.3-1.
-	Service Experience predictions information is defined in Table 6.4.3-2.
Table 6.4.3-1: Service Experience statistics
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	Slice instance service experiences (0…max)
	List of observed service experience information for each Network Slice instance.

	> NSI ID
	Identifies the Network Slice instance within the Network Slice.

	> Network Slice instance service experience
	Service experience across Applications on a Network Slice instance over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each slice instance service experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area where the Network Slice service experience analytics applies.

	> Validity period
	Validity period for the Network Slice service experience analytics as defined in clause 6.1.3.

	Application service experiences (0..max)
	List of observed service experience information for each Application.

	> S-NSSAI
	Identifies the Network Slice of the Application.

	> Application ID
	Identification of the Application.

	> Service Experience
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each application service experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area where the Application service experience analytics applies.

	> Validity period
	Validity period for the Application service experience analytics as defined in clause 6.1.3.

	> RAT Type
	RAT type the UE camps on for the service experience.

	> Frequency
	Frequency the UE camps on for the service experience.



Table 6.4.3-2: Service Experience predictions
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	Network Slice instance service experiences (0…max)
	List of observed service experience information for each Network Slice instance.

	> NSI ID
	Identifies the Network Slice instance within the Network Slice.

	> Network Slice instance service experience
	Service experience across Applications on a Network Slice instance over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each slice instance service experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area where the Network Slice service experience analytics applies.

	> Validity period
	Validity period for the Network Slice service experience analytics as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.

	Application service experiences (0..max)
	List of predicted service experience information for each Application.

	> S-NSSAI
	Identifies the Network Slice of the Application.

	> Application ID
	Identification of the Application.

	> Service Experience
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each application service experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area where the Application service experience analytics applies.

	> Validity period
	Validity period for the Application service experience analytics as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.

	> RAT Type
	RAT type the UE camps on for the service experience.

	> Frequency
	Frequency the UE camps on for the service experience.



NOTE 1:	If multiple Network Slice instances are not deployed for the S-NSSAI or NSI IDs are not available, only one Network Slice instance service experience entry is provided. In that case, the NSI ID is not provided and the Network Slice instance service experience indicates the service experience for the S-NSSAI.
NOTE 2:	The SUPI list and Ratio in the service experience information for an application can be omitted, if the corresponding parameter(s) is/are provided and with the same value(s) in the service experience information for the slice instance which the application belongs to.
The number of Service Experiences and SUPIs are limited respectively by the maximum number of objects and the Maximum number of SUPIs provided as part of Analytics Reporting Information by the NWDAF Service Consumer.
* * * 5th Change * * * 
[bookmark: _Toc58920882]6.4.4	Procedures to request Service Experience for an Application


Figure 6.4.4-1: Procedure for NWDAF providing Service Experience for an Application
This procedure allows the consumer to request Analytics ID "Service Experience" for a particular Application. The consumer includes both the Application ID for which the Service Experience is requested and indicates that the Target of Analytics Reporting is a UE or a group of UEs or "any UE". At the same time, for an Application ID, a set of initial QoS parameter combinations per service experience window (e.g. one is for 3<Service MOS<4 and another is for 4<Service MOS<5) is defined in PCF (e.g. by configuration of operator policies) that may be updated based on the Service Experience reported by NWDAF.
1.	Consumer NF sends an Analytics request/subscribe (Analytics ID = Service Experience, Target of Analytics Reporting = "SUPI" or "Internal Group Id" or "any UE", Analytics Filter information = (Application ID, Analytics target period S-NSSAI, DNN, Area of Interest)) to NWDAF by invoking a Nnwdaf_AnalyticsInfo_Request or a Nnwdaf_AnalyticsSubscription_Subscribe.
2a. NWDAF subscribes the service data from AF in the Table 6.4.2-1 by invoking Nnef_EventExposure_Subscribe or Naf_EventExposure_Subscribe service (Event ID = Service Experience information, Application ID, Event Filter information), Target of Event Reporting ="SUPI" or "Internal Group Id" or "Any UE") as defined in TS 23.502 [3].
NOTE 1:	In the case of trusted AF, NWDAF provides the Area of Interest as a list of TAIs to AF. In the case of untrusted AF, NEF translates the requested Area of Interest provided as event filter by NWDA into geographic zone identifier(s) that act as event filter for AF.
2b.	NWDAF subscribes the network data from 5GC NF(s) in the Table 6.4.2-2 by invoking Nnf_EventExposure_Subscribe service operation.
2c. With these data, the NWDAF estimates the Service experience for the application.
NOTE 2:	QoE measurements from the applications are based on outcome of the ongoing SA5 Rel-16 WID "Management of QoE measurement collection" which addresses how to collect the QoE measurements from the applications in the UE.
3.	The NWDAF provides the data analytics, i.e. the observed Service Experience (which can be a range of values) to the consumer NF by means of either Nnwdaf_AnalyticsInfo_Request response or Nnwdaf_AnalyticsSubscription_Notify, depending on the service used in step 1, indicating how well the used QoS Parameters satisfy the Service MoS agreed between the MNO and the end user or between the MNO and the external ASP.
NOTE 3:	The call flow only shows a request-response model for the interaction of NWDAF and consumer NF for simplicity instead of both request-response model and subscription-notification model.
If the consumer NF is a PCF and it determines that the application SLA is not satisfied, it may take into account the Observed Service Experience and the operator policies including SLA and required Service Experience (which can be a range of values) to determine new QoS parameters to be applied for the service, as defined in clause 6.1.1.3 and clause 6.2.1.2, TS 23.503 [4].
The consumer PCF can also obtain Observed Service Experience analytics which includes RAT/frequency information from the NWDAF as defined in Table 6.4.3-1. Based on the analytics output and UE communication analytics for a SUPI as defined in clause 6.7.3, the PCF may determine or update a suitable RFSP index value for the SUPI, the details is described in the TS23.503, clause 6.1.1.3.
NOTE 4:	The non-real time data information from AF includes the service experience data (see Table 6.4.2-1), which indicates the service quality during the service lifetime.
* * * 6th Change * * * 
[bookmark: _Toc58920901]6.7.3	UE Communication Analytics
[bookmark: _Toc58920902]6.7.3.1	General
In order to support some optimized operations, e.g. customized mobility management, traffic routing handling, RFSP Index Management, or QoS improvement, in 5GS, an NWDAF may perform data analytics on UE communication pattern and user plane traffic, and provide the analytics results (i.e. UE communication statistics or prediction) to NFs in the 5GC.
An NWDAF supporting UE Communication Analytics collects per-application communication description from AFs. If consumer NF provides an Application ID, the NWDAF only considers the data from AF, SMF and UPF that corresponds to this application ID. 
The consumer of these analytics may indicate in the request:
-	The Target of Analytics Reporting which is a single UE or a group of UEs.
-	Analytics Filter Information optionally including:
-	S-NSSAI;
-	DNN;
-	Application ID;
-	Area of Interest.
-	An Analytics target period indicates the time period over which the statistics or predictions are requested.
-	Preferred level of accuracy of the analytics (low/high).
-	Optionally, maximum number of objects;
-	In a subscription, the Notification Correlation Id and the Notification Target Address are included.
* * * 7th Change * * * 
[bookmark: _Toc58920904]6.7.3.3	Output Analytics
The NWDAF supporting UE Communication Analytics provides the analytics results to consumer NFs. The analytics results provided by the NWDAF include the UE communication statistics as defined in Table 6.7.3.3-1 or predictions as defined in Table 6.7.3.3-2.
Table 6.7.3.3-1: UE Communication Statistics
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7 or SUPI (see NOTE).

	UE communications (1..max)
	List of communication time slots.

	  > Periodic communication indicator
	Identifies whether the UE communicates periodically or not.

	  > Periodic time
	Interval Time of periodic communication (average and variance) if periodic.
Example: every hour

	  > Start time
	Start time observed (average and variance)

	  > Duration time
	Duration interval time of communication (average and variance).

	  > Traffic characterization
	S-NSSAI, DNN, ports, other useful information.

	  > Traffic volume 
	Volume UL/DL (average and variance).

	  > Ratio
	Percentage of UEs in the group (in the case of an UE group).

	Applications (0..max)
	List of application in use.

	  > Application Id
	Identification of the application.

	  > Start time
	Start time of the application.

	  > Duration time
	Duration interval time of the application.

	  > Occurrence ratio
	Proportion for the application used by the UE during requested period.

	  > Spatial validity
	Area where the service behaviour applies. If Area of Interest information was provided in the request or subscription, spatial validity may be a subset of the requested Area of Interest.



Table 6.7.3.3-2: UE Communication Predictions
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7 or SUPI (see NOTE).

	UE communications (1..max)
	List of communication time slots.

	  > Periodic communication indicator
	Identifies whether the UE communicates periodically or not.

	  > Periodic time
	Interval Time of periodic communication (average and variance) if periodic.
Example: every hour.

	  > Start time
	Start time predicted (average and variance).

	  > Duration time
	Duration interval time of communication.

	  > Traffic characterization
	S-NSSAI, DNN, ports, other useful information.

	  > Traffic volume 
	Volume UL/DL (average and variance).

	  > Confidence
	Confidence of the prediction.

	  > Ratio
	Percentage of UEs in the group (in the case of an UE group).

	Applications (0..max)
	List of application in use.

	  > Application Id
	Identification of the application.

	  > Start time
	Start time of the application.

	  > Duration time
	Duration interval time of the application.

	  > Occurrence probability
	Probability the application will be used by the UE

	  > Spatial validity
	Area where the service behaviour applies. If Area of Interest information was provided in the request or subscription, spatial validity may be a subset of the requested Area of Interest.



NOTE:	When target of analytics reporting is an individual UE, one UE ID (i.e. SUPI) will be included, the NWDAF will provide the analytics communication result (i.e. list of (predicted) communication time slots) to NF service consumer(s) for the UE.
The results for UE groups address the group globally. The ratio is the proportion of UEs in the group for a given communication at a given time and duration.
The number of UE communication entries (1..max) is limited by the maximum number of objects provided as part of Analytics Reporting Information. The communications shall be provided by order of time, possibly overlapping.
If the application Id is omitted in the input, the ouput of UE commnications can be applicable to all the applications for the UE, while the number of Service in Use is limited by the maximum number of the objects provided as part of Analytics Reporting Information
Depending on the list size limitation, the least probable communications on a given Analytics target period may not be provided.
* * *End of Changes * * * 
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