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[bookmark: _Toc517082226]* * * * First change, ALL TEXT ARE NEW * * * *
5.30.3.X	UE Onboarding for PNI-NPN
UE Onboarding enables a UE to get 3GPP connectivity to a Provisioning Server (PS) via PLMN, by which Subscription Owner (SO) can remote provision the NPN credentials to UE which is used for access to specific slice(s) and/or Data network offering NPN services, i.e. for Network Slice Specific Authentication and Authorization and/or secondary authentication for PDU Sessions. 
The architecture for UE onboarding for PNI-NPN is depicted in clause 4.2.X.
Both Control Plane based remote provisioning and User plane based remote provisioning are supported.
· In case of Control Plane based remote provisioning, UE register to PLMN and obtain the credentials from PS via Control Plane signalling. 
· In case of User Plane based remote provisioning, UE register to PLMN and obtain the credentials from PS via User Plane connection. 
Additionally, UE may obtain updated subscription and/or configuration during the remote provisioning procedure.
The procedure of UE Onboarding and Remote Provisioning for PNI-NPN is defined in TS 23.502 [3] clause 4.X.Y.

* * * * Second change, ALL TEXT ARE NEW * * * *
[bookmark: _Toc20149657][bookmark: _Toc27846448][bookmark: _Toc36187572]4.2.X	Architecture Reference Model for Onboarding
4.2.X.1	Onboarding for PNI-NPN
As depicted in figure 4.2.X.1-1, the Provisioning Server is used for provide the NPN credential and parameters to UE via PLMN. 
The AAA server may verify the UE during onboarding procedure. 


Figure 4.2.X.1-1: architecture of onboarding for PNI-NPN

4.2.X.2	Onboarding for SNPN
Editor's note:	The architecture for onboarding for SNPN is FFS.
* * * * End of changes * * * *
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