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FIRST CHANGE
[bookmark: _Toc20204510][bookmark: _Toc27895209][bookmark: _Toc36192306][bookmark: _Toc45193419][bookmark: _Toc47593051][bookmark: _Toc51835138][bookmark: _Toc59100964]5.2.6	NEF Services
[bookmark: _Toc20204511][bookmark: _Toc27895210][bookmark: _Toc36192307][bookmark: _Toc45193420][bookmark: _Toc47593052][bookmark: _Toc51835139][bookmark: _Toc59100965]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF, NWDAF

	
	Unsubscribe
	
	AF, NWDAF

	
	Notify
	
	AF, NWDAF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	
	AppRelocationInfo
	Subscribe/Notify
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Revoke
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	AF

	
	TriggerNotify
	Subscribe/Notify
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF

	
	Delete
	Request/Response
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	
	GroupDeliveryNotify
	Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	DeleteNotify
	Subscribe/Notify
	SMF

	
	Delivery
	Request/Response
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request/Response
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ECRestriction
	Get
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ApplyPolicy
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_Location
	LocationUpdateNotify
	Notify
	AF

	Nnef_PNINPNCredential
	Retrieve
	Request/Response
	UDM

	
	Subscribe
	Subscribe/Notify
	UDM

	
	Unsubscribe
	
	UDM

	
	Notify
	
	UDM



NEXT CHANGE
[bookmark: _Toc20204517][bookmark: _Toc27895216][bookmark: _Toc36192313][bookmark: _Toc45193426][bookmark: _Toc47593058][bookmark: _Toc51835145][bookmark: _Toc59100971]5.2.6.X	Nnef_PNINPNCredential service
[bookmark: _Toc20204518][bookmark: _Toc27895217][bookmark: _Toc36192314][bookmark: _Toc45193427][bookmark: _Toc47593059][bookmark: _Toc51835146][bookmark: _Toc59100972]5.2.6.X.1	General
The service provides the capability to retrieve and update credentials other than primary authentication, e.g. Network Slice-Specific Authentication or Secondary authentication/authorization, from AF, e.g. PNI-NPN provisioning server to the UDM via the NEF.
[bookmark: _Toc20204519][bookmark: _Toc27895218][bookmark: _Toc36192315][bookmark: _Toc45193428][bookmark: _Toc47593060][bookmark: _Toc51835147][bookmark: _Toc59100973]5.2.6.X.2	Nnef_ PNINPNCredential _Retrieve service operation
Service operation name: Nnef_ PNINPNCredential _Retrieve
Description: Provides retrieval of the initial PNI-NPN credentials from AF, e.g. PNI-NPN Provisioning Server.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: Credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization, or secured packet of credentials, related S-NSSAI(s) if Credential(s) for Network Slice-Specific Authentication and/or related DNN(s) if Credential(s) for Secondary authentication/authorization.
[bookmark: _Toc20204520][bookmark: _Toc27895219][bookmark: _Toc36192316][bookmark: _Toc45193429][bookmark: _Toc47593061][bookmark: _Toc51835148][bookmark: _Toc59100974]5.2.6.X.3	Nnef_PNINPNCredential_Subscribe service operation
Service operation name: Nnef_PNINPNCredential_Subscribe
Description: provided by the NEF for NF consumers to explicitly subscribe the notification of changes of Credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: None.
[bookmark: _Toc20204522][bookmark: _Toc27895221][bookmark: _Toc36192318][bookmark: _Toc45193431][bookmark: _Toc47593063][bookmark: _Toc51835150][bookmark: _Toc59100976]5.2.6.X.4	Nnef_PNINPNCredential_Unsubscribe service operation
Service operation name: Nnef_PNINPNCredential_Unsubscribe
Description: Provides by the NEF for NF Consumer to explicitly unsubscribe the notification of events.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: None
[bookmark: _Toc20204521][bookmark: _Toc27895220][bookmark: _Toc36192317][bookmark: _Toc45193430][bookmark: _Toc47593062][bookmark: _Toc51835149][bookmark: _Toc59100975]5.2.6.X.5	Nnef_ PNINPNCredential_Notify service operation
Service operation name: Nnef_ PNINPNCredential_Notify
Description: Provides Update of credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization.
Inputs, Required: GPSI list, Updated credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization, or secured packet of credentials, related S-NSSAI(s) if Credential(s) for Network Slice-Specific Authentication and/or related DNN(s) if Credential(s) for Secondary authentication/authorization.
Inputs, Optional: None.
Outputs, Required: None.

[bookmark: _Toc27846729][bookmark: _Toc36187860][bookmark: _Toc45183764][bookmark: _Toc47342606][bookmark: _Toc51769307][bookmark: _Toc51829374]NEXT CHANGE
[bookmark: _Toc27895446][bookmark: _Toc36192550][bookmark: _Toc45193652][bookmark: _Toc47593284][bookmark: _Toc51835371][bookmark: _Toc59101197]5.2.19	AF Services
[bookmark: _Toc20204733][bookmark: _Toc27895447][bookmark: _Toc36192551][bookmark: _Toc45193653][bookmark: _Toc47593285][bookmark: _Toc51835372][bookmark: _Toc59101198]5.2.19.1	General
The following table illustrates the AF Services.
Table 5.2.19.1-1: Services provided by AF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Naf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, NWDAF

	
	Unsubscribe
	
	NEF, NWDAF

	
	Notify
	
	NEF, NWDAF

	Naf_ PNINPNCredential
	Retrieve
	Request/Response
	NEF

	
	Subscribe
	Subscribe/Notify
	NEF

	
	Unsubscribe
	
	NEF

	
	Notify
	
	NEF



NOTE:	In this release of the specification, Naf_EventExposure service is only used for analytics as described in TS 23.288 [50].

NEXT CHANGE
5.2.19.X	Naf_PNINPNCredential service
5.2.19.X.1	General
The service provides the capability to retrieve credentials other than primary authentication, e.g. Network Slice-Specific Authentication or Secondary authentication/authorization, from AF, e.g. PNI-NPN provisioning server and to be further updated by AF with updated credentials.
5.2.19.X.2	Naf_ PNINPNCredential _Retrieve service operation
Service operation name: Naf_ PNINPNCredential _Retrieve
Description: Provides retrieval of the initial PNI-NPN credentials from AF, e.g. PNI-NPN Provisioning Server.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: Credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization, or secured packet of credentials, related S-NSSAI(s) if Credential(s) for Network Slice-Specific Authentication and/or related DNN(s) if Credential(s) for Secondary authentication/authorization.
5.2.19.X.3	Naf_PNINPNCredential_Subscribe service operation
Service operation name: Naf_PNINPNCredential_Subscribe
Description: provided by the NEF for NF consumers to explicitly subscribe the notification of changes of Credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: None.
5.2.19.X.4	Naf_PNINPNCredential_Unsubscribe service operation
Service operation name: Naf_PNINPNCredential_Unsubscribe
Description: Provides by the NEF for NF Consumer to explicitly unsubscribe the notification of events.
Inputs, Required: GPSI list.
Inputs, Optional: None.
Outputs, Required: None
5.2.19.X.5	Naf_ PNINPNCredential_Notify service operation
Service operation name: Naf_ PNINPNCredential_Notify
Description: Provides Update of credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization.
Inputs, Required: GPSI list, Updated credential(s) for Network Slice-Specific Authentication and/or Secondary authentication/authorization, or secured packet of credentials, related S-NSSAI(s) if Credential(s) for Network Slice-Specific Authentication and/or related DNN(s) if Credential(s) for Secondary authentication/authorization.
Inputs, Optional: None.
Outputs, Required: None.

NEXT CHANGE
[bookmark: _Toc20204440][bookmark: _Toc27895139][bookmark: _Toc36192236][bookmark: _Toc45193349][bookmark: _Toc47592981][bookmark: _Toc51835068][bookmark: _Toc59100894]5.2.3.3	Nudm_SubscriberDataManagement (SDM) Service
[bookmark: _Toc20204441][bookmark: _Toc27895140][bookmark: _Toc36192237][bookmark: _Toc45193350][bookmark: _Toc47592982][bookmark: _Toc51835069][bookmark: _Toc59100895]5.2.3.3.1	General
Subscription data types used in the Nudm_SubscriberDataManagement Service are defined in Table 5.2.3.3.1-1 below.
Table 5.2.3.3.1-1: UE Subscription data types
	Subscription data type
	Field
	Description

	Access and Mobility Subscription data (data needed for UE
	GPSI List
	List of the GPSI (Generic Public Subscription Identifier) used both inside and outside of the 3GPP system to address a 3GPP subscription (see NOTE 9).

	Registration and Mobility Management)
	Internal Group ID-list
	List of the subscribed internal group(s) that the UE belongs to.

	
	Subscribed-UE-AMBR
	The Maximum Aggregated uplink and downlink MBRs to be shared across all Non-GBR QoS Flows according to the subscription of the user.

	
	Subscribed S-NSSAIs
	The Network Slices that the UE subscribes to. In the roaming case, it indicates the subscribed Network Slices applicable to the Serving PLMN.

	
	Default S-NSSAIs
	The Subscribed S-NSSAIs marked as default S-NSSAI. In the roaming case, only those applicable to the Serving PLMN.

	
	S-NSSAIs subject to Network Slice-Specific Authentication and Authorization
	The Subscribed S-NSSAIs marked as subject to NSSAA. When present, the GPSI list shall include at least one GPSI.

	
	Credentials for S-NSSAIs subject to Network Slice-Specific Authentication and Authorization
	The credentials used for S-NSSAIs subject to Network Slice-Specific Authentication and Authorization. (see NOTE 10).

	
	Credentials for Secondary authentication/authorization
	The credentials used for Secondary authentication/authorization. (see NOTE 11).

	
	UE Usage Type
	As defined in TS 23.501 [2], clause 5.15.7.2.

	
	RAT restriction
	3GPP Radio Access Technology(ies) not allowed the UE to access.

	
	Forbidden area
	Defines areas in which the UE is not permitted to initiate any communication with the network.

	
	Service Area Restriction
	Indicates Allowed Areas in which the UE is permitted to initiate communication with the network, and Non-allowed areas in which the UE and the network are not allowed to initiate Service Request or SM signalling to obtain user services.

	
	Core Network type restriction
	Defines whether UE is allowed to connect to 5GC and/or EPC for this PLMN.

	
	CAG information
	The CAG information includes Allowed CAG list and, optionally an indication whether the UE is only allowed to access 5GS via CAG cells as defined in TS 23.501 [2], clause 5.30.3.

	
	CAG information Subscription Change Indication
	When present, indicates to the serving AMF that the CAG information in the subscription data changed and the UE must be updated.

	
	RFSP Index
	An index to specific RRM configuration in the NG-RAN.

	
	Subscribed Periodic Registration Timer
	Indicates a subscribed Periodic Registration Timer value.

	
	MPS priority
	Indicates the user is subscribed to MPS as indicated in TS 23.501 [2], clause 5.16.5.

	
	MCX priority
	Indicates the user is subscribed to MCX as indicated in TS 23.501 [2], clause 5.16.6.

	
	AMF-Associated Expected UE Behaviour parameters
	Information on expected UE movement and communication characteristics. See clause 4.15.6.3

	
	AMF-Associated Network Configuration parameters
	Information on UE specific network configuration parameters and their corresponding validity times. See clause 4.15.6.3a.

	
	Steering of Roaming
	List of preferred PLMN/access technology combinations or HPLMN indication that no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the UE is needed (see NOTE 3).
Optionally includes an indication that the UDM requests an acknowledgement of the reception of this information from the UE.

	
	SoR Update Indicator for Initial Registration
	An indication whether the UDM requests the AMF to retrieve SoR information when the UE performs Registration with NAS Registration Type "Initial Registration".

	
	SoR Update Indicator for Emergency Registration
	An indication whether the UDM requests the AMF to retrieve SoR information when the UE performs Registration with NAS Registration Type "Emergency Registration".

	
	Network Slicing Subscription Change Indicator
	When present, indicates to the serving AMF that the subscription data for network slicing changed and the UE configuration must be updated.

	
	Tracing Requirements
	Trace requirements about a UE (e.g. trace reference, address of the Trace Collection Entity, etc.) is defined in TS 32.421 [39].
This information is only sent to AMF in the HPLMN or one of its equivalent PLMN(s).

	
	Inclusion of NSSAI in RRC Connection Establishment Allowed
	When present, it is used to indicate that the UE is allowed to include NSSAI in the RRC connection Establishment in clear text for 3GPP access.

	
	Service Gap Time
	Used to set the Service Gap timer for Service Gap Control (see TS 23.501 [2] clause 5.31.16).

	
	Subscribed DNN list
	List of the subscribed DNNs for the UE (NOTE 1). Used to determine the list of LADN available to the UE as defined in clause 5.6.5 of TS 23.501 [2].

	
	UDM Update Data
	Includes a set of parameters (e.g. updated Default Configured NSSAI and/or updated Routing Indicator) to be delivered from UDM to the UE via NAS signalling as defined in clause 4.20 (NOTE 3).

Optionally includes an indication that the UDM requests an acknowledgement of the reception of this information from the UE and an indication for the UE to re-register.

	
	NB-IoT UE priority
	Numerical value used by the NG-RAN to prioritise between UEs accessing via NB-IoT.

	
	Enhanced Coverage Restriction
	Specifies whether CE mode B is restricted for the UE, or both CE mode A and CE mode B are restricted for the UE, or both CE mode A and CE mode B are not restricted for the UE.

	
	NB-IoT Enhanced Coverage Restriction
	Indicates whether Enhanced Coverage for NB-IoT UEs is restricted or not.

	
	IAB-Operation allowed
	Indicates that the subscriber is allowed for IAB-operation as specified in TS 23.501 [2] clause 5.35.2.

	
	Charging Characteristics
	It contains the Charging Characteristics as defined in Annex A of TS 32.256 [71].
This information, when provided, shall override any corresponding predefined information at the AMF.

	
	Extended idle mode DRX cycle length
	Indicates a subscribed extended idle mode DRX cycle length value.

	Slice Selection Subscription data (data needed for 
	Subscribed S-NSSAIs
	The Network Slices that the UE subscribes to. In roaming case, it indicates the subscribed network slices applicable to the serving PLMN.

	Slice Selection as described in clause 4.2.2.2.3 and
	Default S-NSSAIs
	The Subscribed S-NSSAIs marked as default S-NSSAI. In the roaming case, only those applicable to the Serving PLMN.

	in clause 4.11.0a.5)
	S-NSSAIs subject to Network Slice-Specific Authentication and Authorization
	The Subscribed S-NSSAIs marked as subject to NSSAA.

	SMF Selection
	SUPI
	Key

	Subscription data (data needed for SMF
	SMF Selection Subscription data contains one or more S-NSSAI level subscription data:

	Selection as described
	S-NSSAI
	Indicates the value of the S-NSSAI.

	in clause 6.3.2 of
	Subscribed DNN list
	List of the subscribed DNNs for the UE (NOTE 1).

	TS 23.501 [2])
	Default DNN
	The default DNN if the UE does not provide a DNN (NOTE 2).

	
	LBO Roaming Information
	Indicates whether LBO roaming is allowed per DNN, or per (S-NSSAI, subscribed DNN).

	
	Interworking with EPS indication list
	Indicates whether EPS interworking is supported per (S-NSSAI, subscribed DNN).

	
	Same SMF for Multiple PDU Sessions to the same DNN and S-NSSAI
	Indication whether the same SMF for multiple PDU Sessions to the same DNN and S-NSSAI is required.

	
	Invoke NEF indication
	When present, indicates, per S-NSSAI and per DNN, that NEF based infrequent small data transfer shall be used for the PDU Session (see NOTE 8).

	
	SMF information for static IP address/prefix
	When static IP address/prefix is used, this may be used to indicate the associated SMF information per (S-NSSAI, DNN).

	UE context in SMF
	SUPI
	Key.

	data
	PDU Session Id(s)
	List of PDU Session Id(s) for the UE.

	
	For emergency PDU Session Id:

	
	Emergency Information
	The SMF+PGW-C FQDN for emergency session used for interworking with EPC.

	
	For each non-emergency PDU Session Id:

	
	DNN
	DNN for the PDU Session.

	
	SMF
	Allocated SMF for the PDU Session. Includes SMF IP Address and SMF NF Id.

	
	SMF+PGW-C FQDN
	The S5/S8 SMF+PGW-C FQDN used for interworking with EPS (see NOTE 5).

	SMS Management Subscription data (data needed by
	SMS parameters
	Indicates SMS parameters subscribed for SMS service such as SMS teleservice, SMS barring list

	SMSF for SMSF Registration)
	Trace Requirements
	Trace requirements about a UE (e.g. trace reference, address of the Trace Collection Entity, etc.) is defined in TS 32.421 [39].
This information is only sent to a SMSF in HPLMN.

	SMS Subscription data
	SMS Subscription
	Indicates subscription to any SMS delivery service over NAS irrespective of access type.

	(data needed in AMF)
	
	

	UE Context in SMSF data
	SMSF Information
	Indicates SMSF allocated for the UE, including SMSF address and SMSF NF ID.

	
	Access Type
	3GPP or non-3GPP access through this SMSF

	Session Management Subscription data (data needed for PDU
	GPSI List
	List of the GPSI (Generic Public Subscription Identifier) used both inside and outside of the 3GPP system to address a 3GPP subscription.

	Session Establishment)
	Internal Group ID-list
	List of the subscribed internal group(s) that the UE belongs to.

	
	Trace Requirements
	Trace requirements about a UE (e.g. trace reference, address of the Trace Collection Entity, etc…) is defined in TS 32.421 [39].
This information is only sent to a SMF in the HPLMN or one of its equivalent PLMN(s).

	
	Session Management Subscription data contains one or more S-NSSAI level subscription data:

	
	S-NSSAI
	Indicates the value of the S-NSSAI.

	
	Subscribed DNN list
	List of the subscribed DNNs for the S-NSSAI (NOTE 1).

	
	For each DNN in S-NSSAI level subscription data:

	
	DNN
	DNN for the PDU Session.

	
	Framed Route information
	Set of Framed Routes. A Framed Route refers to a range of IPv4 addresses / IPv6 Prefixes to associate with a PDU Session established on this (DNN, S-NSSAI).
See NOTE 4.

	
	Allowed PDU Session Types
	Indicates the allowed PDU Session Types (IPv4, IPv6, IPv4v6, Ethernet, and Unstructured) for the DNN, S-NSSAI. See NOTE 6.

	
	Default PDU Session Type
	Indicates the default PDU Session Type for the DNN, S-NSSAI.

	
	Allowed SSC modes
	Indicates the allowed SSC modes for the DNN, S-NSSAI.

	
	Default SSC mode
	Indicate the default SSC mode for the DNN, S-NSSAI.

	
	Interworking with EPS indication
	Indicates whether interworking with EPS is supported for this DNN and S-NSSAI.

	
	5GS Subscribed QoS profile
	The QoS Flow level QoS parameter values (5QI and ARP) for the DNN, S-NSSAI (see clause 5.7.2.7 of TS 23.501 [2]).

	
	Charging Characteristics
	It contains Charging Characteristics as defined in Annex A, clause A.1 of TS 32.255 [45]. This information, when provided, shall override any corresponding predefined information at the SMF.

	
	Subscribed-Session-AMBR
	The maximum aggregated uplink and downlink MBRs to be shared across all Non-GBR QoS Flows in each PDU Session, which are established for the DNN, S-NSSAI.

	
	Static IP address/prefix
	Indicate the static IP address/prefix for the DNN, S-NSSAI.

	
	User Plane Security Policy
	Indicates the security policy for integrity protection and encryption for the user plane.

	
	PDU Session continuity at inter RAT mobility
	Provides for this DDN, S-NSSAI how to handle a PDU Session when UE the moves to or from NB-IoT. Possible values are: maintain the PDU session; disconnect the PDU session with a reactivation request; disconnect PDU session without reactivation request; or to leave it to local VPLMN policy.

	
	NEF Identity for NIDD
	When present, indicates, per S-NSSAI and per DNN, the identity of the NEF to anchor Unstructured PDU Session. When not present for the S-NSSAI and DNN, the PDU session terminates in UPF (see NOTE 8).

	
	NIDD information
	Information such as External Group Identifier, External Identifier, MSISDN, or AF ID used for SMF-NEF Connection.

	
	SMF-Associated Expected UE Behaviour parameters
	Parameters on expected characteristics of a PDU Session their corresponding validity times as specified in clause 4.15.6.3.

	
	SMF-Associated Network Configuration parameters
	Parameters on expected PDU session characteristics their corresponding validity times as specified in clause 4.15.6.3a.

	
	ATSSS information
	Indicates whether MA PDU session establishment is allowed.

	
	Secondary authentication indication
	Indicates that whether the Secondary authentication/authorization (as defined in TS 23.501 [2] clause 5.6) is required for PDU Session Establishment as specified in clause 4.3.2.3.

	
	DN-AAA server UE IP address allocation indication
	Indicates that whether the SMF is required to request the UE IP address from the DN-AAA server (as defined in TS 23.501 [2] clause 5.6) for PDU Session Establishment as specified in clause 4.3.2.3.

	
	DN-AAA server addressing information.
	If at least one of secondary DN-AAA authentication, DN-AAA authorization or DN-AAA UE IP address allocation is required by subscription data, the subscription data may also contain DN-AAA server addressing information.

	Identifier translation
	SUPI
	Corresponding SUPI for input GPSI.

	
	(Optional) MSISDN
	Corresponding GPSI (MSISDN) for input GPSI (External Identifier). This is optionally provided for legacy SMS infrastructure not supporting MSISDN-less SMS. The presence of an MSISDN should be interpreted as an indication to the NEF that MSISDN shall be used to identify the UE when sending the SMS to the SMS-SC via T4.

	
	GPSI
	Corresponding GPSI for input SUPI and Application Port ID.

	Intersystem continuity Context
	(DNN, PGW FQDN) list
	For each DNN, indicates the SMF+PGW-C which support interworking with EPC.

	LCS privacy
(data needed by GMLC)
	LCS privacy profile data
	Provides information for LCS privacy classes and Location Provacy Indication (LPI) as defined in clause 5.4.2 in TS 23.273 [51]

	LCS mobile origination
(data needed by AMF)
	LCS Mobile Originated Data
	When present, indicates to the serving AMF which LCS mobile originated services are subscribed as defined in clause 7.1 in TS 23.273 [51].

	UE reachability
	UE reachability information
	Provides, per PLMN, the list of NF IDs or the list of NF sets or the list of NF types authorized to request notification for UE's reachability (NOTE 7).

	Steering of Roaming information
	Steering of Roaming
	List of preferred PLMN/access technology combinations or HPLMN indication that no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the UE is needed (see NOTE 3).
Optionally, it includes an indication that the UDM requests an acknowledgement of the reception of this information from the UE.

	V2X Subscription data (see TS 23.287 [73])
	NR V2X Services Authorization
	Indicates whether the UE is authorized to use the NR sidelink for V2X services as Vehicle UE, Pedestrian UE, or both.

	
	LTE V2X Services Authorization
	Indicates whether the UE is authorized to use the LTE sidelink for V2X services as Vehicle UE, Pedestrian UE, or both.

	
	NR UE-PC5-AMBR
	AMBR of UE's NR sidelink (i.e. PC5) communication for V2X services.

	
	LTE UE-PC5-AMBR
	AMBR of UE's LTE sidelink (i.e. PC5) communication for V2X services.

	NOTE 1:	The Subscribed DNN list can include a wildcard DNN.
NOTE 2:	The default DNN shall not be a wildcard DNN.
NOTE 3:	The Steering of Roaming information and UDM Update Data are protected using the mechanisms defined in TS 33.501 [15].
NOTE 4:	Framed Route information and Framed Route(s) are defined in TS 23.501 [2].
NOTE 5:	Depending on the scenario PGW-C FQDN may be for S5/S8, or for S2b (ePDG case).
NOTE 6:	The Allowed PDU Session Types configured for a DNN which supports interworking with EPC should contain only the PDU Session Type corresponding to the PDN Type configured in the APN that corresponds to the DNN.
NOTE 7:	Providing a list of NF types or a list of NF sets may be more appropriate for some deployments, e.g. in highly dynamic NF lifecycle management deployments.
NOTE 8:	For a S-NSSAI and a DNN, the "Invoke NEF Indication" shall be present in the SMF selection subscription data if and only if the "NEF Identity for NIDD" Session Management Subscription Data includes a NEF Identity. When the "NEF Identity for NIDD" Session Management Subscription Data includes a NEF Identity for a S-NSSAI and DNN, the "Control Plane Only Indicator" will always be set for PDU Sessions to this S-NSSAI and DNN (see TS 23.501 [2], clause 5.31.4.1).
NOTE 9:	When multiple GPSIs are included in the GPSI list, any GPSI in the list can be used in NSSAA procedures.
NOTE 10:	The Credentials for S-NSSAIs subject to Network Slice-Specific Authentication and Authorization and NSSAA credential change indication are protected using the mechanisms defined in TS 33.501 [15].
NOTE 11:	The Credentials for Secondary authentication/authorization and Secondary authentication/authorization credential change indication are protected using the mechanisms defined in TS 33.501 [15].



Table 5.2.3.3.1-2: Group Subscription data types
	Subscription data type
	Field
	Description

	
Group Identifier translation
	External Group Identifier
	Identifies external group of UEs that the UE belongs to as defined in TS 23.682 [23].

	
	Internal Group Identifier
	Identifies internal group of UEs that the UE belongs to as defined in TS 23.501 [2].

	
	SUPI list
	Corresponding SUPI list for input External Group Identifier.

	
Group Data
(NOTE 1)
	Internal Group Identifier
	Internal identifiers of the group of UEs that the Group Data belongs to.

	
	5G VN group data
	This optional information is used in the case of 5G VN related groups. It is defined in clause 4.15.6.3b.

	NOTE 1:	Group Data within Group Subscription Data can be managed using the Shared Data feature defined in TS 29.503 [52]. In that case, Shared Data is identified using Shared Data identifier and can contain additional information than the one defined in this table.



At least a mandatory key is required for each Subscription Data Type to identify the corresponding data. Depending on the use case, for some Subscription Data Types it is possible to use one or multiple sub keys to further identify the corresponding data, as defined in Tables 5.2.3.3.1-3 and 5.2.3.3.1-4 below.
Table 5.2.3.3.1-3: UE Subscription data types keys
	Subscription Data Types
	Data Key
	Data Sub Key

	Access and Mobility Subscription data
	SUPI
	Serving PLMN IDand optionally NID

	SMF Selection Subscription data 
	SUPI
	Serving PLMN ID and optionally NID

	UE context in SMF data
	SUPI
	S-NSSAI

	SMS Management Subscription data 
	SUPI
	Serving PLMN ID and optionally NID

	SMS Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	UE Context in SMSF data
	SUPI
	-

	Session Management Subscription data
	SUPI
	S-NSSAI

	
	
	DNN

	
	
	Serving PLMN ID and optionally NID

	Identifier translation
	GPSI
	-

	
	SUPI
	Application Port ID

	Slice Selection Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	Intersystem continuity Context
	SUPI
	DNN

	LCS privacy
	SUPI
	-

	LCS mobile origination
	SUPI
	-

	UE reachability
	SUPI
	-

	Steering of Roaming Information
	SUPI
	-

	V2X Subscription data
	SUPI
	-



Table 5.2.3.3.1-4: Group Subscription data types keys
	Subscription Data Types
	Data Key
	Data Sub Key

	Group Identifier translation
	External Group Identifier
	-

	
	Internal Group Identifier
	-

	Group Data
	Internal Group Identifier
	-



Wireline access specific subscription data parameters are specified in TS 23.316 [53].
[bookmark: _Toc20204442][bookmark: _Toc27895141][bookmark: _Toc36192238][bookmark: _Toc45193351][bookmark: _Toc47592983][bookmark: _Toc51835070][bookmark: _Toc59100896]5.2.3.3.2	Nudm_SDM_Get service operation
Service Operation name: Nudm_SDM_Get
Description: Consumer NF gets the subscription data indicated by the subscription data type input from UDM. The UDM shall check the requested consumer is authorized to get the specific subscription data requested. In the case of NF consumer is SMF, the subscriber data may contain e.g. Allowed PDU Session Type(s), Allowed SSC mode(s), default 5QI/ARP, Subscribed S-NSSAI(s).
Inputs, Required: NF ID, Subscription data type(s), Key for each Subscription data type(s).
Inputs, Optional: Data Sub Key(s), SoR Update Indicator {Default, Initial Registration, Emergency Registration}.
If the AMF already has subscription data for the UE but the SoR Update Indicator in the UE context requires the AMF to retrieve SoR information depending on the NAS Registration Type ("Initial Registration" or "Emergency Registration"), the AMF shall include SoR update indicator with a value ("Default" or "Initial Registration" or "Emergency Registration") in the Nudm_SDM_Get depending on the NAS Registration type.
If the AMF doesn't have the subscription data for the UE, the AMF shall include SoR update indicator with the value "Default" in the Nudm_SDM_Get.
Outputs, Required: The consumer NF gets the requested subscription data.
Outputs, Optional: None.
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Service or service operation name: Nudm_SDM_Notification
Description: The UDM notifies NF consumer of the updates of Subscription Data indicated by the "subscription data Type" input, and additional UDM-related parameters.
Inputs, Required: Subscription data type(s), Key for each Subscription data type(s).
Inputs, Optional: None.
Outputs, Required: Result Indication.
The UDM invokes this service operation under the following cases:
-	When the subscription data is updated at the UDM, the updated subscription information is notified to the serving NF that has subscribed for the specific subscription data type to be notified.
-	When the UDM needs to deliver Steering of Roaming information to a UE.
-	When the UDM needs to deliver updated credentials other than primary authentication, e.g. Network Slice-Specific Authentication or Secondary authentication/authorization, to a UE.
-	When the UDM needs to deliver UDM Update Data to a UE (e.g. a new Routing Indicator or Default Configured NSSAI to the UE).
If the updated subscription information is related to session management the subscriber data may contain e.g. Allowed PDU Session Type(s), Allowed SSC mode(s), default 5QI/ARP.
Outputs, Optional: Redirection information.
If the NF consumer is AMF, and if the result of the service operation fails, AMF shall set corresponding cause value in result indication which can be used by the UDM for further action. If the related UE is not served by the AMF and the AMF knows which AMF is serving the UE, the AMF provides redirection information which can be used by the UDM to resend UE related message to the AMF that serves the UE.
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Service operation name: Nudm_SDM_Subscribe
Description: The NF consumer subscribes for updates to Subscription Data indicated by the 'subscription data type' input. The UDM shall check the requested consumer is authorized to subscribe to requested updates.
Inputs, Required: Subscription data type(s), Key for each Subscription data type(s).
Inputs, Optional: Data Sub Key(s), Immediate Report Indication.
Outputs, Required: None.
Outputs, Optional: Subscription Data.
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Service operation name: Nudm_SDM_Unsubscribe
Description: The NF consumer unsubscribes from updates to Subscription Data indicated by the 'subscription data type input.
Inputs, Required: Subscription data type(s), Key for each Subscription data type(s).
Inputs, Optional: If the NF type is SMF: DNN, S-NSSAI.
Outputs, Required: None.
Outputs, Optional: None.
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Service Operation name: Nudm_SDM_Info
Description: Consumer NF provides UDM with information about the status of the subscription data management procedures. This service operation is used for:
-	providing acknowledgement from the UE to UDM about successful delivery of Steering of Roaming information via the AMF as defined in TS 23.122 [22].
-	providing acknowledgement from the UE to UDM about successful Network Slicing Configuration subsequent to delivery of the Network Slicing Subscription Change Indication via the AMF.
-	providing acknowledgement from the UE to UDM about successful delivery of UDM Update Data via the AMF as defined in clause 4.20.
-	providing acknowledgement from the AMF to UDM that the delivery of the UDM Update Data has failed as defined in clause 4.20.
-	providing acknowledgement from the UE to UDM about successful delivery of credentials other than primary authentication, e.g. Network Slice-Specific Authentication or Secondary authentication/authorization via the AMF.
Inputs, Required: SUPI, Info (e.g. UE acknowledgment of SoR information from UDM via AMF, UE acknowledgement of successful Network Slicing Configuration subsequent to delivery of the Network Slicing Subscription Change Indication via the AMF, UE acknowledgment of UDM Update Data from UDM via AMF, failed transmission of UDM Update Data from UDM via AMF, failed transmission of SoR information from UDM via AMF).
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.
END OF CHANGES

