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5.2.6.7	Nnef_TrafficInfluence service





[bookmark: _Toc517082226]* * * * First change (5.2.6.7) * * * *

[bookmark: _Toc20204541][bookmark: _Toc27895240][bookmark: _Toc36192337][bookmark: _Toc45193450][bookmark: _Toc47593082][bookmark: _Toc51835169][bookmark: _Toc59100995]5.2.6.7	Nnef_TrafficInfluence service
[bookmark: _Toc20204542][bookmark: _Toc27895241][bookmark: _Toc36192338][bookmark: _Toc45193451][bookmark: _Toc47593083][bookmark: _Toc51835170][bookmark: _Toc59100996]5.2.6.7.1	General
Service description: This service provides:
-	Request authorization of NF Service Consumer requests.
-	Request parameter mapping from NF Service Consumer requests to 5GC parameters and vice versa as described in TS 23.501 [2], clause 5.6.7.
-	NF Service Consumer request routing (forwarding) to actual NF Service Producer to influence traffic routing decisions as described in TS 23.501 [2], clause 5.6.7.
[bookmark: _Toc20204543][bookmark: _Toc27895242][bookmark: _Toc36192339][bookmark: _Toc45193452][bookmark: _Toc47593084][bookmark: _Toc51835171][bookmark: _Toc59100997]5.2.6.7.2	Nnef_TrafficInfluence_Create operation
Service operation name: Nnef_TrafficInfluence_Create
Description: Authorize the request and forward the request for traffic influence.
Inputs, Required: AF Transaction Id.
The AF Transaction Id refers to the request.
Inputs, Optional: The address (IP or Ethernet) of the UE if available, GPSI if available, DNN if available, S-NSSAI if available, External Group Identifier if available, application identifier or traffic filtering information, AF-Service-Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information, Indication of traffic correlation, Indication of application relocation possibility, Indication of UE IP address preservation, Early and/or late notifications about UP path management events, Temporal validity condition,  and Spatial validity condition, User Plane Latency Requirements as described in TS 23.501 [2], clause 5.6.7.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc20204544][bookmark: _Toc27895243][bookmark: _Toc36192340][bookmark: _Toc45193453][bookmark: _Toc47593085][bookmark: _Toc51835172][bookmark: _Toc59100998]5.2.6.7.3	Nnef_TrafficInfluence_Update operation
Service operation name: Nnef_TrafficInfluence_Update
Description: Authorize the request and forward the request to update the traffic influence.
Inputs, Required: AF Transaction Id.
The AF Transaction Id identifies the NF Service Consumer request to be updated.
Inputs, Optional: Same optional information as in Nnef_TrafficInfluence_Create Input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc20204545][bookmark: _Toc27895244][bookmark: _Toc36192341][bookmark: _Toc45193454][bookmark: _Toc47593086][bookmark: _Toc51835173][bookmark: _Toc59100999]5.2.6.7.4	Nnef_TrafficInfluence_Delete operation
Service operation name: Nnef_TrafficInfluence_Delete
Description: Authorize the request and forward the request to delete(s) request for traffic influence.
Inputs, Required: AF Transaction Id.
The AF Transaction Id identifies the NF Service Consumer request for traffic influence to be deleted.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc20204546][bookmark: _Toc27895245][bookmark: _Toc36192342][bookmark: _Toc45193455][bookmark: _Toc47593087][bookmark: _Toc51835174][bookmark: _Toc59101000]5.2.6.7.4A	Nnef_TrafficInfluence_Get operation
Service operation name: Nnef_TrafficInfluence_Get
Description: Get the current traffic influence parameters.
Inputs, Required: AF Transaction Id.
The AF Transaction Id refers to the request.
Inputs, Optional: The address (IP or Ethernet) of the UE if available, GPSI if available, DNN if available, S-NSSAI if available, External Group Identifier if available, application identifier or traffic filtering information, AF-Service-Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information.
Outputs, Required: Operation execution result indication, requested data.
Outputs, Optional: None.
[bookmark: _Toc20204547][bookmark: _Toc27895246][bookmark: _Toc36192343][bookmark: _Toc45193456][bookmark: _Toc47593088][bookmark: _Toc51835175][bookmark: _Toc59101001]5.2.6.7.5	Nnef_TrafficInfluence_Notify operation
Service operation name: Nnef_TrafficInfluence_Notify
Description: Forward the notification of UP path management event report to AF.
Known NF Service Consumers: AF.
Inputs, Required: AF Transaction Id, Event ID.
The AF Transaction Id identifies the AF request for traffic influence that the event report is related to. The event may be the UP path management event defined in TS 23.501 [2], clause 5.6.7.
Inputs, Optional: Event information (defined on a per Event ID basis).
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc20204548][bookmark: _Toc27895247][bookmark: _Toc36192344][bookmark: _Toc45193457][bookmark: _Toc47593089][bookmark: _Toc51835176][bookmark: _Toc59101002]5.2.6.7.6	Nnef_TrafficInfluence_AppRelocationInfo operation
Service operation name: Nnef_TrafficInfluence_AppRelocationInfo
Description: Forward the acknowledgement to the notification of UP path management event report to SMF.
Inputs, Required: Notification Correlation Information, cause code.
Cause code indicates whether the acknowledgement is a positive response or a negative response.
Inputs, Optional: N6 traffic routing information as described in TS 23.501 [2], clause 5.6.7, Indication of AF change, target AF ID, notification target address of target AF.
Outputs, Required: None.
Outputs, Optional: None.

