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[bookmark: _Toc517082226]* * * * First change * * * *
5.30.2.x	SNPN connectivity for UE(s) with credentials owned by Credentials Holder
5.30.2.x.y	Credentials Holder using AAA Server for primary authentication and authorization
The AUSF in SNPN may support primary authentication and authorization of UEs that use credentials from an AAA Server in a Credentials Holder (CH).
-	If the UDM instructs AUSF that primary authentication by a AAA server in a CH is required, the AUSF shall discover and select the AAA server, and then forward EAP messages to the AAA server which is acting as the EAP Server for the purpose of primary authentication.  
-	The SUPI is used to identify the UE during primary authentication and authorization towards the AAA sever. SUPI privacy is achieved according to existing methods in Annex I.5 of TS 33.501 [29]. 
-	After completing the primary authentication with the AAA server successfully, the AMF and SMF shall retrieve the UE subscription data from UDM using SUPI.
Figure 5.30.2.X.Y-1 depicts the 5G System architecture for SNPN with Credentials Holder using AAA Server for primary authentication and authorization.


Figure 5.30.2.X.Y-1: 5G System architecture with access to SNPN using credentials from Credentials Holder using AAA Server
Editor’s note:	 Whether an intermediate function is needed between the AUSF and the AAA-S is FFS. 
Editor’s note:	 the Interface between AAA Server and SNPN is FFS. 

* * * * End of changes * * * *
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