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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc20150184][bookmark: _Toc27846992][bookmark: _Toc36188123][bookmark: _Toc45184030][bookmark: _Toc47342872][bookmark: _Toc51769574][bookmark: _Toc59095926]6.2.1	AMF
The Access and Mobility Management function (AMF) includes the following functionality. Some or all of the AMF functionalities may be supported in a single instance of an AMF:
-	Termination of RAN CP interface (N2).
-	Termination of NAS (N1), NAS ciphering and integrity protection.
-	Registration management.
-	Connection management.
-	Reachability management.
-	Mobility Management.
-	Lawful intercept (for AMF events and interface to LI System).
-	Provide transport for SM messages between UE and SMF.
-	Transparent proxy for routing SM messages.
-	Access Authentication.
-	Access Authorization.
-	Provide transport for SMS messages between UE and SMSF.
-	Security Anchor Functionality (SEAF) as specified in TS 33.501 [29].
-	Location Services management for regulatory services.
-	Provide transport for Location Services messages between UE and LMF as well as between RAN and LMF.
-	EPS Bearer ID allocation for interworking with EPS.
-	UE mobility event notification.
-	Available Network Slice Information notification.
-	Support for Control Plane CIoT 5GS Optimisation.
-	Support for User Plane CIoT 5GS Optimisation.
-	Support for restriction of use of Enhanced Coverage.
-	Provisioning of external parameters (Expected UE Behaviour parameters or Network Configuration parameters).
-	Support for Network Slice-Specific Authentication and Authorization.
NOTE 1:	Regardless of the number of Network functions, there is only one NAS interface instance per access network between the UE and the CN, terminated at one of the Network functions that implements at least NAS security and Mobility Management.
In addition to the functionalities of the AMF described above, the AMF may include the following functionality to support non-3GPP access networks:
-	Support of N2 interface with N3IWF/TNGF. Over this interface, some information (e.g. 3GPP Cell Identification) and procedures (e.g. Handover related) defined over 3GPP access may not apply, and non-3GPP access specific information may be applied that do not apply to 3GPP accesses.
-	Support of NAS signalling with a UE over N3IWF/TNGF. Some procedures supported by NAS signalling over 3GPP access may be not applicable to untrusted non-3GPP (e.g. Paging) access.
-	Support of authentication of UEs connected over N3IWF/TNGF.
-	Management of mobility, authentication, and separate security context state(s) of a UE connected via a non-3GPP access or connected via a 3GPP access and a non-3GPP access simultaneously.
-	Support as described in clause 5.3.2.3 a co-ordinated RM management context valid over a 3GPP access and a Non 3GPP access.
-	Support as described in clause 5.3.3.4 dedicated CM management contexts for the UE for connectivity over non-3GPP access.
NOTE 2:	Not all of the functionalities are required to be supported in an instance of a Network Slice.
In addition to the functionalities of the AMF described above, the AMF may include policy related functionalities as described in clause 6.2.8 in TS 23.503 [45].
The AMF uses the N14 interface for AMF re-allocation and AMF to AMF information transfer. This interface may be be either intra-PLMN or inter-PLMN (e.g. in the case of inter-PLMN mobility).
In addition to the functionality of the AMF described above, the AMF may include the following functionality to support monitoring in roaming scenarios:
-	Normalization of reports according to roaming agreements between VPLMN and HPLMN (e.g. change the location granularity in a report from cell level to a level that is appropriate for the HPLMN); and
-	Generation of charging/accounting information for Monitoring Event Reports that are sent to the HPLMN.

* * * * Third change * * * *
[bookmark: _Toc20150263][bookmark: _Toc27847071][bookmark: _Toc36188204][bookmark: _Toc45184117][bookmark: _Toc47342959][bookmark: _Toc51769661][bookmark: _Toc59096015]7.2.12	NWDAF Services
The following NF services are specified for NWDAF:
Table 7.2.12-1: NF Services provided by NWDAF
	Service Name
	Description
	Reference in TS 23.288 [86]

	Nnwdaf_AnalyticsSubscription
	[bookmark: _Hlk493069654]This service enables the NF service consumers to subscribe/unsubscribe for different type of analytics from NWDAF.
	7.2

	Nnwdaf_AnalyticsInfo
	[bookmark: _Hlk493069696]This service enables the NF service consumers to request and get different type of analytics information from NWDAF.
	7.3

	Nnwdaf_EventExposure
	This service enables the NF service consumer to subscribe/unsubscribe for different types of data collected by NWDAF.
	7.X

	Nnwdaf_DataManagement
	This service enables the NF service consumer to request bulked data from NWDAF.
	7.X




* * * * End of changes * * * *


