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Abstract: This contribution provides description on 5.1.2.1
Policy/Parameter provisioning for ProSe Direct Discovery into TS 23.304.
1.
Introduction
Based on the conclusions of TR 23.752, this contribution added description on 5.1.2.1 Policy/Parameter provisioning for ProSe Direct Discovery into TS 23.304.
2.
Proposal

It is proposed to capture the following changes into TS 23.304.
* * * * First change * * * *

5.1.2
Authorization and Provisioning for ProSe Direct Discovery

5.1.2.1
Policy/Parameter provisioning

The following sets of information for ProSe Direct Discovery over PC5 reference point is provisioned to the UE:
1)
Authorization policy for ProSe Direct Discovery:
-
When the UE is "served by NG-RAN":

-
For open ProSe Direct Discovery:

a)
open ProSe Direct Discovery Model A monitoring authorization policy:

-
PLMNs in which the UE is authorised to perform ProSe Direct Discovery monitoring.

b)
open ProSe Direct Discovery Model A announcing authorization policy:

-
PLMNs in which the UE is authorized to perform announcing;

-
Authorised discovery range for announcing per PLMN.

-
For restricted ProSe Direct Discovery:

a)
restricted ProSe Direct Discovery Model A monitoring authorization policy:

-
PLMNs in which the UE is authorised to perform restricted ProSe Direct Discovery Model A monitoring.

b)
restricted ProSe Direct Discovery Model A announcing authorization policy:

-
PLMNs in which the UE is authorized to perform restricted ProSe Direct Discovery Model A announcing;

-
Authorised discovery range for announcing per PLMN.

c)
restricted ProSe Direct Discovery Model B Discoverer operation authorization policy:

-
PLMNs in which the UE is authorized to perform Model B Discoverer operation;

-
Authorised discovery range for announcing per PLMN.

d)
restricted ProSe Direct Discovery Model B Discoveree operation authorization policy:

-
PLMNs in which the UE is authorized to perform Model B Discoveree operation;

-
Authorised discovery range for announcing per PLMN.

NOTE 1:
In this specification, [When the UE is "served by NG-RAN"] and [When the UE is "not served by NG-RAN"] are relevant to ProSe Direct discovery/communications over NR PC5 reference point.
2)
When the UE is "not served by NG-RAN":

-
Indicates whether the UE is authorized to perform ProSe Direct Discovery for Model A and Model B when "not served by NG-RAN".

3)
Radio parameters when the UE is "not served by NG-RAN":

-
Includes the radio parameters per NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform ProSe Direct Discovery over PC5 reference point when "not served by NG-RAN" only if the UE can reliably locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.

NOTE 2:
Whether a frequency band is "operator managed" or "non-operator managed" in a given Geographical Area is defined by local regulations.

4)
Restricted ProSe Direct Discovery UE ID for Restricted Direct Discovery:

-
ProSe Direct Discovery UE ID.

5)
Group Member Discovery parameters:

-
For each discovery group that the UE belongs to include the following parameters that enable the UE to perform Group Member Discovery when provisioned in ME from PCF or configured in UICC:

-
Application Layer Group ID: Identifies an application layer group that the UE belongs to;
-
Layer-2 Group ID: layer-2 ID for Discovery Group ID;

-
User Info ID: For Model A, this corresponds to the Announcer Info parameter when the UE is acting as an announcing UE. For Model B, this corresponds to the Discoverer Info in Solicitation messages and the Discoveree Info in Response messages, when the UE is acting as a discoverer or discoveree UE respectively.

NOTE 3:
User Info ID is expected to be assigned uniquely to a user within the discovery group.

-
Discovery Group ID: identifier of a discovery group that the UE belongs to.
NOTE 4:
Group Member Discovery parameters can be provided from ProSe Application Server to the UE.
6)
Application information for ProSe Direct Discovery:

-
Application identifiers to be used for direct discovery over PC5 interface.

7)
Security parameters used for direct discovery over PC5:

Editor's note:
Whether the security parameters can be provided by the PCF and details of security parameters will be determined by SA3 WG.

8)
Validity timer indicating the expiration time of the Policy/Parameter for ProSe Direct Discovery.
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