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	There is no description about handover of a PDU Session between 3GPP and trusted non-3GPP access in deployments topologies with specific SMF Service Areas.

	
	

	Summary of change:
	Add a new clause to describe the handover of a PDU Session between 3GPP and trusted non-3GPP access in deployments topologies with specific SMF Service Areas

	
	

	Consequences if not approved:
	The handover of a PDU Session procedure between 3GPP and trusted non-3GPP access in deployments topologies with specific SMF Service Areas is missing.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc68062197][bookmark: _Toc51834986][bookmark: _Toc47592899][bookmark: _Toc45193267]4.23.16a	Handover of a PDU Session procedure between 3GPP and trusted non-3GPP access
[bookmark: _Toc68062198][bookmark: _Toc51834987][bookmark: _Toc47592900][bookmark: _Toc45193268]4.23.16a.1	General
The handover of a PDU Session between 3GPP access and trusted non-3GPP access shall be supported as specified in clause 4.23.16 for all types of handover of a PDU Session between 3GPP access and untrusted non-3GPP access, with the following modifications and clarifications:
-	The untrusted non-3GPP access is substituted by a trusted non-3GPP access point (TNAP).
-	The N3IWF is substituted by the TNGF.
-	The reference to clause 4.9.2 is substituted by clause 4.9.3 specifying handover of a PDU Session procedure between 3GPP and trusted non-3GPP access.
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