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*** Start of the changes***
6.2.8
Data Collection from UE

6.2.8.1
General

The NWDAF may interact with an AF to collect data from UE Application(s) as an input for analytics generation. The AF can be in the MNO domain or an AF external to MNO domain. The data collection request from NWDAF may trigger the AF to collect data from the UE Application.

The UE establishes a connection to the AF in the MNO domain or external to MNO domain over user plane via a PDU session. The AF communicates with the UE Application and collects data from UE Application.

For both an AF in trusted domain and an AF in untrusted domain (which supports to collect data from a UE application), the SLA between the operator and the application service provider (i.e. ASP) determines:

-
The AF for the UE Application to connect to (e.g. based on the FQDN).

-
The information that the UE Application shares with the AF, subject to user consent.

-
Possible Data Anonymization, Aggregation or Normalization algorithms (if used).

-
The authentication information that enable the AF to verify the authenticity of the UE's Application that provides data.

NOTE 1:
The mutual authentication info that is used by the UE Application and the AF and how user consent is obtained is out of SA WG2's scope.

The AF (which supports the data collection) is configured based on the SLA above.
NOTE x: 
Data Anonymization, Aggregation or Normalization algorithms within the SLA are defined per individual UE.
A UE Application (which supports to providing data to an AF) is configured/ provisioned with the below information from the ASP:

-
The address of the AF to contact.

-
The parameters that the UE Application is authorized to provide to the AF.

-
The authentication information to enable the UE Application to verify the authenticity of the AF that requests data.

NOTE 2:
The authentication and authorization info that is used by the UE Application and the AF for collection and how user consent is obtained is out of SA2's scope.

NOTE 3:
The configuration procedure for the above information from the ASP to the UE's Application is out of SA WG2 scope.

*** End of the changes ***
