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Abstract: This contribution proposes to add the functionality of Layer-2 UE-to-Network Relay.
1. Introduction/Discussion
This contribution proposes to add the functionality of Layer-2 UE-to-Network Relay.
2. Text Proposal
[bookmark: _Toc519004414]It is proposed to capture the following changes vs. TS 23.304.
[bookmark: _Toc43388417][bookmark: _Toc43735648][bookmark: _Toc43994221]* * * * First change * * * *
[bookmark: _Toc66692640][bookmark: _Toc66701819][bookmark: _Toc69883476][bookmark: _Toc69744352][bookmark: _Toc45012615][bookmark: _Toc51754041][bookmark: _Toc51754175][bookmark: _Toc51839002][bookmark: _Toc60323333]4.3.9	ProSe UE-to-Network Relay
[bookmark: _Toc69883477]4.3.9.1	Layer-3 UE-to-Network RelayGeneral
Both Layer-2 and Layer-3 UE-to-Network Relay entity provides the relaying functionality to support connectivity to the network for Remote UEs. It can be used for both public safety services and commercial services (e.g. interactive service).
Both Layer-2 and Layer-3 UE-to-Network Relay supports the following functions to enable connectivity to the network:
-	UE-to-Network Relay Discovery service as defined in clause 6.3.2.3, to allow discovery by the Remote UE;
-	ProSe Direct Communication as specified in clause 6.5.1, for the communication with the Remote UEs for the relay operation;
[bookmark: _GoBack]-	access the 5GS as a UE as defined in TS 23.501 [4] with the enhancements as specified in clauses 6.2 and 6.7;
-	relays unicast traffic (uplink and downlink) between the Remote UE and the network, supporting IP, Ethernet or Unstructured traffic type;.
4.3.9.2	Layer-3 UE-to-Network Relay
In addition to the common UE-to-Network Relay functions defined in clause 4.3.9.1, Layer-3 UE-to-Network Relay supports the following functions to enable connectivity to the network:
-	ProSe Direct Communication via Layer-3 UE-to-Network Relay as specified in clause 6.5.1, for the communication with the Remote UEs for the relay operations;
-	Eend-to-end QoS treatment for the Remote UE's traffic without N3IWF as defined in clause 5.7.2.1 and when accessing via an N3IWF clause 5.7.2.2;
-	IP address management for the Remote UE as defined in clause 5.6 in case the Remote UE uses IP traffic type.;
-	providing access to an N3IWF for the Remote UE when supported by the serving PLMN.
4.3.9.3	Layer-2 UE-to-Network Relay
In addition to the common UE-to-Network Relay functions defined in clause 4.3.9.1, Layer-2 UE-to-Network Relay supports the following functions to enable connectivity to the network:
-	ProSe Direct Communication via Layer-2 UE-to-Network Relay as specified in clause 6.5.2, for the communication with the Remote UEs for the relay operations, including end-to-end QoS treatment.
-	QoS handling for Layer-2 UE-to-Network Relay as defined in clause 5.7.2.3;
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