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Abstract: This contribution proposed changes to TS23.247 in alignment with evaluation of key Issue 3 in TR23.757.
1. Introduction
According to the discussion paper S2-2103787, we proposed changes to TS 23.247 to the UE authorization. 
  
2. Text Proposal
It is proposed to capture the following changes in TS 23.247.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * first change * * * *
6.1.2	UE authorization to the service for multicast
The UE authorization for multicast services may be at the following levels:
-	Whether a UE is authorized to receive any Multicast MBS session data at all.
-	Whether and how a UE is authorized to receive a particular multicast service:
-	A multicast Multicast MBS session may be open to any UEs and no authorization is needed;
NOTE 1:	UE authorization for a specific multicast Multicast MBS session can be implicitly performed when UE is configured for a specific multicast Multicast MBS session, e.g. via Service Announcement for public safety use case. 
NOTE 2:	UE’'s authorization on whether it is authorized to receive any Multicast MBS session data takes precedence over the other authorization information, if any. E.g., if the UE is not authorized to receive Multicast MBS session data, network will not send the data to the UE even if the Multicast MBS session is open to any UEs.
-	A multicast Multicast MBS session requires the 5GS to authorize the UE based on authorization information, e.g. preconfigured, or provided by the AF (see clause 7.1.1);
[bookmark: _GoBack]Editor's note:	Whether and how the 5GC supports authentication/authorization for the UE access the multicast services performed by a Content Provider Content Provider is FFS.
The procedure for UE authorization is a part of UE join procedure and is described in clause 7.2.4.1.
* * * * End of changes * * * *
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