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* * * * First Change * * * * 
[bookmark: _Toc20203962][bookmark: _Toc27894647][bookmark: _Toc36191714][bookmark: _Toc45192800][bookmark: _Toc47592432][bookmark: _Toc51834513][bookmark: _Toc68061700]4.2.9.1	General
The Network Slice-Specific Authentication and Authorization procedure is triggered for an S-NSSAI requiring Network Slice-Specific Authentication and Authorization with an AAA Server (AAA-S) which may be hosted by the H-PLMN operator or by a third party which has a business relationship with the H-PLMN, using the EAP framework as described in TS 33.501 [15]. An AAA Proxy (AAA-P) in the HPLMN may be involved e.g. if the AAA Server belongs to a third party.
This procedure is triggered by the AMF during a Registration procedure when some Network Slices require Slice-Specific Authentication and Authorization, when AMF determines that Network Slice-Specific Authentication and Authorization is requires for an S-NSSAI in the current Allowed NSSAI (e.g. subscription change), or when the AAA Server that authenticated the Network Slice triggers a re-authentication.
The AMF performs the role of the EAP Authenticator and communicates with the AAA-S via the Network Slice Specific -specific and SNPN Authentication and Authorization Function (NSSAAF). The NSSAAF undertakes any AAA protocol interworking with the AAA protocol supported by the AAA-S.
[bookmark: _GoBack]The Network Slice-Specific Authentication and Authorization procedure requires the use of a GPSI. In other words, a subscription that contains S-NSSAIs subject to Network Slice-Specific Authentication and Authorization shall include at least one GPSI.
* * * * Second Change * * * * 
[bookmark: _Toc45193660][bookmark: _Toc47593292][bookmark: _Toc51835379][bookmark: _Toc68062623]5.2.20.1	General
The following table illustrates the NSSAAF Services.
Table 5.2.20-1: List of NSSAAF Services
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nnssaaf_NSSAA
	Authenticate
	Request/Response
	AMF

	
	Re-AuthenticationNotification
	Notify
	AMF

	
	RevocationNotification
	Notify
	AMF

	Nnssaaf_AIW
	Authenticate
	Request/Response
	AUSF



* * * * Third Change * * * * 
5.2.20.x	Nnssaaf_AIW service
5.2.20.x.1	General
Service Description: The NSSAAF provides Authentication and Authorization service to the requester NF by relaying EAP messages towards a AAA-S or AAA-P and performing related protocol conversion as needed.
[bookmark: _Toc68062626][bookmark: _Toc51835382][bookmark: _Toc47593295][bookmark: _Toc45193663]5.2.20.x.2	Nnssaaf_AIW_Authenticate service operation
See TS 33.501 [15].
* * * * End of Changes * * * * 
