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* * * * Begin of Changes * * * *
[bookmark: _Toc20204432][bookmark: _Toc27895131][bookmark: _Toc36192228][bookmark: _Toc45193341][bookmark: _Toc47592973][bookmark: _Toc51835060][bookmark: _Toc83793532]5.2.3.1	General
The following table illustrates the UDM Services and Service Operations.
Table 5.2.3.1-1: NF services provided by UDM
	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Subscriber Data
	Get
	Request/Response
	AMF, SMF, SMSF, NEF, 5G DDNMF

	Management
	Subscribe
	Subscribe/Notify
	AMF, SMF, SMSF, NEF, 5G DDNMF

	(SDM)
	Unsubscribe
	Subscribe/Notify
	AMF, SMF, SMSF, NEF, 5G DDNMF

	
	Notification
	Subscribe/Notify
	AMF, SMF, SMSF, NEF, GMLC, 5G DDNMF

	
	ModifySubscription
	Subscribe/Notify
	AMF, SMF, SMSF, NEF, 5G DDNMF

	
	Info
	Request/Response
	AMF, NEF

	UE Context
	Registration 
	Request/Response
	AMF, SMF, SMSF

	Management
	DeregistrationNotification
	Subscribe/Notify
	AMF

	(UECM)
	Deregistration
	Request/Response
	AMF, SMF, SMSF

	
	Get
	Request/Response
	NEF, SMSF, GMLC, NWDAF

	
	Update
	Request/Response
	AMF, SMF

	
	PCscfRestoration
	Subscribe/Notify
	AMF, SMF

	UE
	Get
	Request/Response
	AUSF

	Authentication
	ResultConfirmation
	Request/Response
	AUSF

	EventExposure
	Subscribe
	Subscribe/Notify
	NEF (NOTE), NWDAF

	
	Unsubscribe
	
	NEF (NOTE), NWDAF

	
	Notify
	
	NEF (NOTE), NWDAF

	
	ModifySubscription
	
	NEF (NOTE), NWDAF

	Parameter
	Update
	Request/Response
	NEF, AMF

	Provision
	Create
	Request/Response
	NEF

	
	Delete
	Request/Response
	NEF

	
	Get
	Request/Response
	NEF

	NIDDAuthorisation
	Get
	Request/Response
	NEF

	
	UpdateNotify
	Subscribe/Notify
	NEF

	ServiceSpecificAuthorisation
	Create
	Request/Response
	NEF

	
	UpdateNotify
	Subscribe/Notify
	NEF

	NOTE:	Other NFs are allowed to consume the service based on roaming agreement or operator policy.



* * * * Next Change * * * *
5.2.3.3.y1	Nudm_SDM_ModifySubscription service operation
Service operation name: Nudm_SDM_ ModifySubscription
Description: The NF consumer requests to modify an existing subscription to notifications of data changes.
Inputs, Required: Subscription Correlation ID, SUPI.
Inputs, Optional: Expiry time, Monitored resource URIs.
Outputs, Required: None.
Outputs, Optional: Subscription Data.
* * * * Next Change * * * *
[bookmark: _Toc83793554]5.2.3.5.2	Nudm_EventExposure_Subscribe service operation
Service operation name: Nudm_EventExposure_Subscribe
Description: The NF consumer subscribes to receive an event, or if the subscription is already defined in UDM, then the subscription is updated.
NF Consumers: NEF.
Inputs, Required: Target of Event Reporting: UE(s) ID (SUPI or GPSI, Internal Group Identifier or External Group Identifier, or indication that any UE is targeted), Event filter containing the Event Id(s) (see clause 4.15.3.1) and Event Reporting Information defined in Table 4.15.1-1.
Inputs, Optional: Expiry time, DNN, S-NSSAI, traffic descriptor identifying the source of the downlink IP or Ethernet traffic (for Availability after DDN Failure and downlink data delivery status events), MTC Provider Information, list of group member UE(s) whose subscription to event notification(s) are removed from a group-based event notification subscription, Idle Status Indication request (if UE reachability or Availability after DDN failure reporting is requested).
For configuration of monitoring events applicable to both EPC and 5GC, a combined SCEF+NEF indicates that the monitoring event is also applicable to EPC (i.e. the event must be reported both by 5GC and EPC) and may include a SCEF address (i.e. if the event needs to be configured in a serving node in the EPC and the corresponding notification needs to be sent directly to the SCEF).
Outputs, Required: Operation execution result indication. When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the operator's policy).
Outputs, Optional: First corresponding event report is included, if corresponding information is available (see clause 4.15.1), Number of UE if the External Group Identifier and Maximum Number of Reports are included in the inputs.
Number of UEs indicates the number of UEs within the group identified by the External Group Identifier. The NEF uses this value to determine whether the monitoring event has been reported for all group member UEs.
* * * * Next Change * * * *
[bookmark: _Toc20204454][bookmark: _Toc27895153][bookmark: _Toc36192250][bookmark: _Toc45193363][bookmark: _Toc47592995][bookmark: _Toc51835082][bookmark: _Toc83304521]5.2.3.5.z1	Nudm_EventExposure_ModifySubscription service operation
Service operation name: Nudm_EventExposure_ ModifySubscription
Description: The NF consumer requests to modify an existing subscription to event notifications.
NF Consumers: NEF.
Inputs, Required: UE(s) ID (SUPI or GPSI, Internal Group Identifier or External Group Identifier, or any UE), Subscription Correlation ID, Modifications to the Event Subscription.
Inputs, Optional:
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
* * * * End of Changes * * * *
