

	
3GPP TSG-SA2 Meeting # 1487E (e-meeting)	S2-2108400  
 Elbonia, October 18November 15 - 22, 2021											 (revision of S2-2107204)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.247
	CR
	0008
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Interworking with MBMS over E-UTRAN for broadcast service

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	5MBS
	
	Date:
	2021-11-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In the description of Interworking with MBMS over E-UTRAN for public safety services, only multicast service is described. There is no description about the handling of broadcast service.
For the interworking for broadcast services, the handling is done in the application service layer, similar as multicast service while except that 5GC wouldn’t take specific actions.

	
	

	Summary of change:
	Replace “multicast service” with “MBS service” to generalize the description for interworking.Add a NOTE to indicate the interworking with MBMS over E-UTRAN for broadcast MBS service is handled in application layer, which is out of the scope of this specification.

	
	

	Consequences if not approved:
	Missing description of interworking with MBMS over E-UTRAN for broadcast MBS service

	
	

	Clauses affected:
	6.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


****************** START CHANGE ***************
[bookmark: _Toc81825924]6.8	Interworking with MBMS over E-UTRAN for public safety services
In order to minimize the interruption of services, upon mobility for MBS service from NR/5GC to E-UTRAN/EPC and vice versa, the following applies:
-	If the same multicast MBS service is provided via eMBMS in E-UTRAN and 5MBS, interworking is supported at service layer.
-	The UE is always configured with a common TMGI regardless of whether the UE is discovering and joining the MBMS/MBS service via E-UTRAN or NR. When the UE camps on NR, the UE establishes an MBS session context using the MBS context ID = TMGI. When the UE camps on E-UTRAN, the UE uses procedures as defined in TS 23.246 [8] for MBMS reception for the TMGI.
-	The session context for multicast service transferring is not handed over to E-UTRAN during mobility from 5GS to EPS.
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