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	Reason for change:
	According to the LS from RAN2 (2107015), SA2 should work on the solution for selecting a single TAC from the list of multiple TACs per PLMN indicated by the AS layer. Thus the specification needs to be updated to reflect this RAN2 conclusion.
As UE has no knowledge of the correlation between geo area and TAs, the UE can only select a TA by its implementation, e.g. select a TA within its registration area if possible.
Moreover, we think the AMF shall take UE location into account to enforce mobility restriction..

	
	

	Summary of change:
	Clarifying that UE selects a single TAC from the broadcasted TAC list based on its implementation;
The AMF takes UE location into account to enforce mobility restriction.

	
	

	Consequences if not approved:
	Solution for multiple TACs per cell is incomplete.
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[bookmark: _Toc11145258]* * * First change * * * 
[bookmark: _Toc83301648]5.4.11.6	Support of Mobility Registration Update
A radio cell for NR satellite access may indicate support for one or more TACs for each PLMN. A UE that is registered with a PLMN may access a radio cell and select a single TAC from the TAC list indicated by AS layer based on it implementation, e.g., a TAC within its Registration Area if possible. and The UE does not need to perform a Mobility Registration Update procedure as long as at least one supported TAC for the RPLMN or equivalent to the RPLMN broadcast in the radio cell is part of the UE Registration Area. A UE shall perform a Mobility Registration Update procedure when accessing a radio cell where none of the supported TACs for the RPLMN or equivalent to the RPLMN are part of the UE Registration Area.
During the Mobility Registration Update procedure or Service Request procedure initiated in the radio cell with more than one TACs, the NG-RAN has to report all TACs to the AMF. If the TAC list reported by the gNB contains a TAC within forbidden area or non-allow area of the UE, the AMF shall verify UE location to enforce mobility restriction.
* * * End of changes * * * 

