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[bookmark: _Toc493487903]FIRST CHANGE
7.1.1.5	Removal of MBS session configuration with PCC
This procedure is used by the AF to release the MBS Session. This procedure may also include TMGI de-allocation. The procedures apply to both multicast and broadcast communications unless otherwise stated. This procedure releases the reserved resources in both 5GC and NG-RAN.



Figure 7.1.1.5-1: Removal of configuration for MBS Session with PCC
1-3	Same as in Figure 7.1.1.4-1
4.	The NEF/MBSF sends an NMBSPolicyAuthorization_Delete Request to the PCF that handles the Policy of the MBS Session.
5.	The PCF sends an Npcf_MBSPolicyControl_UpdateNotify Request to MB-SMF to release the MBS Policy Control Association. The MB-SMF acknowledges the request.
6-9.	Same as steps 5-8 in Figure 7.1.1.4-1
10.	The MB-SMF sends the Npcf_MBSPolicyControl_DeleteUpdateNotify  Request to request the deletion of the SM Policy Association with Response to the PCF.
11.	The PCF de-registers at the BSF that it handles the MBS session.
12.	The PCF sends an NpcfMBSPolicyAuthorization_Delete Response to the NEF/MBSF.
13-17.	Same as steps 11-15 in Figure 7.1.1.4-1.

Next CHANGE

[bookmark: _Toc20204492][bookmark: _Toc27895191][bookmark: _Toc36192288][bookmark: _Toc45193401][bookmark: _Toc47593033][bookmark: _Toc51835120][bookmark: _Toc68017353][bookmark: _Toc83206908][bookmark: _GoBack]9.2.2.4	Npcf_MBSPolicyControl_Delete service operation
Editor's note:	whether this service operation is needed or not is FFS.
Service operation name: Npcf_MBSPolicyControl_Delete
Description: The NF Service Consumer (i.e. MB-SMF) can request the deletion of the MBS Policy Association and of the associated resources.
Inputs, Required: MBS Policy Association ID.
Inputs, Optional: None.
Outputs, Required: Success or Failure.
Outputs, Optional: None.

END OF CHANGES
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