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	Reason for change:
	Clarify the paging restrictons applicability to control plane MT procedures.

	
	

	Summary of change:
	Clarifies that when PRs are applied which allow for paging at least for some services and PDU sessions, the UE can still be paged for MT signalling based on policy taking the PRs into account.

	
	

	Consequences if not approved:
	Unclear specification and undefined CN behaviour.
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[bookmark: _Toc83302153][bookmark: _Toc20149913][bookmark: _Toc27846712][bookmark: _Toc36187843][bookmark: _Toc45183747][bookmark: _Toc47342589][bookmark: _Toc51769290][bookmark: _Toc83301829]5.38.5	Paging Restriction
The UE and the network may support Paging Restriction. The UE, if the AMF indicates that the network supports Paging Restriction feature, may indicate Paging Restriction Information in the Service Request or Registration Request message as specified in clauses 5.38.2 and 5.38.4. The Paging Restriction Information may indicate any of the following:
a)	all paging is restricted; or
b)	all paging is restricted, except paging for voice service (IMS voice); or
c)	all paging is restricted, except for certain PDU Session(s); or
d)	all paging is restricted, except paging for voice service (IMS voice) and certain PDU session(s).
NOTE 1:	The UE expects not to be paged for any purpose in case a). The UE expects to be paged only for voice service in case b). The UE expects to be paged only for certain PDU Session(s) in case c). The UE expects to be paged for voice service and certain PDU session(s) in case d). The AMF can page the UE for mobile terminated signalling based on local policy considering the stored Paging Restriction Information, except for case a). In this case, to comply with the UE provided Paging Restriction Information, the AMF can trigger AN release procedure as soon as possible after the mobile terminated signalling procedure is executed.
NOTE 2:	In the case of roaming, the Paging Restrictions for voice service implied by bullet b) and d) depends on the existence of an agreement with the HPLMN to support voice service via IMS. Hence the support of Paging Restrictions in bullets b) and d) takes the IMS voice service agreement into consideration.
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