SA WG2 Temporary Document

Page 1

3GPP SA WG2 Meeting #149E
S2-2200193
Elbonia, February 14 – 25, 2022
(was S2-22xxxx)
Source:
Ericsson 
Title:
Key issue for interaction IMS AS - Web Server 
Document for:
Discussion/Approval

Agenda Item:
9.17
Work Item / Release:
FS_NG_RTC
Abstract of the contribution: This contribution proposes a key issue for interaction between an IMS AS and web server in association with an IMS session.   
1. Discussion

Justification states:

SA4 has defined a Data channel server to support Data Channel between MTSI clients in R16, which is used to support the use cases described in the TR 22.873, including Real-time screen sharing, Real-time visual interactive menu and Multimedia CLIP (Calling Line Identification Presentation) and COLP (Connected Line Identification Presentation). However it is not clear in current 3GPP specifications how the Data Channel architecture is integrated in IMS architecture. To support the enhanced features of MMTel services mentioned above, it is needed to study the impact of IMS architecture and message flows to support Data Channel usage in MMTel service, e.g. whether and what functionalities are defined in IMS architecture for Data Channel server and Data Channel application repository, what interactions are needed between Data channel server and IMS AS to support call event notifications.

In addition, it has been discussed and agreed in GSMA NG that the control plane and media plane of Data Channel server can be split. A LS to SA2 is drafting and is requesting SA2 to study and define such architecture in IMS. It is therefore needed to study how the control plane and media plane Data Channel server is mapped to IMS architecture.
Objective states:

WT#4: Study the impact of IMS architecture and procedures to support Data Channel usage in IMS network, including whether and what functionalities are defined in IMS architecture for Data Channel server, with separate control plane and media plane, and Data Channel application repository, what procedure are needed between Data channel server and IMS AS to support call event notifications.

NOTE 4:
 Coordination with SA4 will be required.

Interaction between an IMS AS supporting IMS sessions and a webserver is a key issue.
2.
Proposal

It is proposed to accept the following changes to TR 23.700-78
FIRST CHANGE

5.X
Key Issue #X: IMS Session Interaction IMS AS – Web Server
5.X.1
General description
This key issue investigates essential functionality to be supported between an IMS AS and a webserver associated to an IMS session that supports IMS Data Channel.
END OF CHANGES
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