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1
Overall description
SA2 would like to thank CT1 for the LS S2-2200013 (C1-216294) on PCF in case of SNPN with CH using AUSF/UDM for primary auth.
SA2 has discussed the questions and provided the answers to them as follows.

1) Is PCF contained in CH domain?

SA2 answer: No, a PCF is not contained in CH domain. A network when operating as a CH does not provide PCF functionality in any interaction with the network and UE with which it acts as a CH. Figure 5.30.2.9.3-1 of TS 23.501 is accurate.

2) For a UE which can access both a PLMN (when not operating in SNPN access mode) and an SNPN using the PLMN subscription (when operating in SNPN access mode), whether:
i) Common URSP: the UE is expected to be (pre-)configured with one URSP applicable regardless whether the UE accesses a PLMN or an SNPN; or

ii) Two URSPs:  the UE is expected to be (pre-) configured with one URSP applicable when the UE accesses a SNPN and the other URSP applicable when the UE accesses a PLMN.

SA2 answer: As per the agreed CR (attached), for a UE accessing an SNPN using CH credentials, the URSP rules the UE can use in this SNPN can be

-
pre-configured by the network (HPLMN or SNPN) holding the credentials; or

-
provisioned by the network (HPLMN or SNPN) holding the credentials, when registered in this network; or

-
provisioned by the SNPN accessed using CH credentials, when registered in this this SNPN.

In all these cases the UE must be provided with explicit information that allows the UE to identify the URSP rules (and their content) that apply in the SNPN accessed using CH credentials. These URSP rules can but need not be the same as those applicable in the network (HPLMN or SNPN) holding the credentials: this is a deployment choice.
Only the URSP rules provisioned by the SNPN accessed using CH credentials, if present, are used by the UE. Otherwise, the UE only uses the URSP rules, applicable in this SNPN, provisioned by the network (HPLMN or SNPN) holding the credentials, if present. Otherwise the UE uses the URSP rules, applicable in this SNPN, pre-configured by the network (HPLMN or SNPN), if present. 

3) How a UE associates URSP signaled via a registered SNPN when the UE has registered to the SNPN using credentials from a CH which is a PLMN or an SNPN, i.e., whether the signaled URSP via the registered SNPN should be associated with the registered SNPN or the CH.
SA2 answer: Based on answers to 2), the signalled URSP is associated to the registered SNPN only, not the CH.
2
Actions
To CT1:
ACTION: SA2 would like to ask CT1 to take the above answers into consideration.
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