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Title:	[DRAFT] Reply LS on LTE User Plane Integrity Protection
Response to:	Reply LS (R3-221473) on LTE User Plane Integrity Protection
Release:	Release 17
Work Item:	UPIP_SEC_LTE

Source:	[Huawei to be] SA2
To:	RAN3, SA3
Cc:	CT4, CT1, RAN2

Contact Person:	
Name:	Haiyang, Sun
Tel. Number:	
E-mail Address:	sunhaiyang3 AT huawei DOT com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	None


1. Overall Description:
SA2 thanks RAN3 for their LS on LTE User Plane Integrity Protection. SA2 would like to answer the question as following:

Question: RAN3 has noted the functionality difference between EPS and 5GS, e.g., when UPIP policy is ‘preferred’, the NG-RAN node is required to notify if the UPIP is performed or not. 

SA2 Answer: Thanks RAN3 for pointing out this. Since SA3 has specified UP IP policy, SA2 thinks SA3 should make the final decision on this question, i.e. whether a feedback is needed for this.

2. Actions:
To RAN3 and SA3 group.
ACTION: 	SA2 asks RAN3 and SA3 group to 
Take the above information into account and provide feedback if needed.

3. Date of Next TSG SA WG2 Meetings:
See https://portal.3gpp.org/Home.aspx?tbid=385&SubTB=385#/
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