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Abstract of the contribution: this contribution proposes to add a new key issue for avoiding UE to switch away from EC PDU Session.
Introduction
The WT#8 of FS_EDGE_Ph2 is described as following:

WT#8) Investigate the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).
This WT intends to consider a scenario when the UE has been established a PDU session towards EAS for EC traffic, but non-3GPP connectivity is available (e.g. UE establishes a connection to a WLAN access) and the connectivity preference is conflicting in the device (e.g. WLAN access is a higher precedence). It is proposed to investigate the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether.
Proposal
The key issue “avoiding UE to switch away from EC PDU Session” is proposed to be studied. 
***** BEGIN 1st CHANGE *****
5.6
KI#6: Avoiding UE to switch away from EC PDU Session

5.6.1
Description

This key issue investigates the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).
The following aspects shall be studied:
-    How to guarantee the UE selects to access 5GS for EC services even if non-3GPP connectivity is available?
-    How the 5GC guarantees the EC traffic will not be switched away even if non-3GPP connectivity is available?
-    How the 5GS be aware and perform actions if the EC traffic will be switched away?
5.6.2
Scenarios

The following scenarios will be investigated:
The UE has been established a PDU session towards EAS for EC traffic, but non-3GPP connectivity is available (e.g. UE establishes a connection to a WLAN access) and the connectivity preference is conflicting in the device (e.g. WLAN access is a higher precedence).
5.6.3
Assumptions

***** End of CHANGE *****
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