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Abstract of the contribution:  This PCR is to provide a new KI about suppot of multi-path for UE-to-Network Relay to improve the reliability or data rate.
1. Reason for Change
Per WT#8 specified, a KI is needed to support multi-path transmission using only one direct network communication path and only one indirect network communication path for UE-to-Network Relay for improved reliability or data rates.
	WT#8.
Support of multi-path transmission using only one direct network communication path and only one indirect network communication path for UE-to-Network Relay for improved reliability or data rates.


For this WT, we suggest to adopt the following sub-KIs:
· What functional entities and triggers are responsible for traffic handling (e.g. split or aggregation)?
· How to enforce the rules for multiple path data transmission, e.g. duplication, load belence, back-up?

· What the triggers to establish multi-path for UE-to-Network Relay.

2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-33.
* * * * First Change * * * *
5.X
Key Issue #X: Support of multi-path for UE-to-Network Relay to improve the reliability or data rate
5.X.1
General description
This key issue addresses how to enhance the 5GS to support multi-path for UE-to-Network Relay to improve the reliability or data rates with only one direct network communication path and only one indirect network communication path.
When studying the above aspect, the following needs to be considered:
· What functional entities and triggers are responsible for multi-path traffic handling (e.g. split or aggregation)?
· How to enforce the rules for multiple path data transmission, e.g. duplication, load belence, back-up?
· What the triggers to establish multi-path for UE-to-Network Relay.
· What the procedure to establish multi-path for UE-to-Network Relay.
· NOTE 1:
For the involvement of NG-RAN, coordination with RAN WGs is needed.
* * * * End of Changes * * * *
