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Abstract: This contribution proposes a Key Issue for Objective #2 of FS_eNPN_Ph2. 
1. Introduction/Discussion
[bookmark: _GoBack]Rel-17 FS_eNPN study has concluded in total four key issues and progressed to the normative phase. However, according to TR 23.700-07, the key issue of support of non-3GPP access for SNPN services has not been addressed in Rel-17 time frame. Therefore, in Rel-18, this key issue can be studied in order to enable broader use cases in relation with Non-Public Network. Since there are some features defined in Rel-17. In order to support non-3GPP access for SNPN services, some services or features such as onboarding or accessing SNPN using credentials owned by Credentials Holder may be considered when UE performs trusted/untrusted non-3GPP access network selection.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-08.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc22214903][bookmark: _Toc23254036][bookmark: _Hlk91782779]5	Key Issues
[bookmark: _Toc435670433][bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc510604403][bookmark: _Toc22214904][bookmark: _Toc23254037]5.X	Key Issue #X: Enhancements to support non-3GPP access for SNPN services
[bookmark: _Toc22214905][bookmark: _Toc23254038]5.X.1	Description
Editor's note:	This clause provides a description of the key issue.
This KI aims at studying how to support non-3GPP access for SNPN services.
The key issue will study:
-	How to provide direct access to SNPN services via non-3GPP access network:
	-	Support of trusted non-3GPP access network (TNAN); and
	-	Support of untrusted non-3GPP access network.
-	Identify whether there are differences between non-3GPP access network selection in PLMN scenario and in SNPN scenario.
-	How to select non-3GPP access network/node when UE accesses SNPN for onboarding or using credentials from Credentials Holders (CH).
NOTE:	Wireline 5G Access Network is not considered in this study.

* * * * End of changes * * * *
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