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Abstract: Initial scenario for KI#6 of FS_EDGE_Ph2. 
1. Introduction
This contribution proposes an initial scenario for KI#6 based on the objective for WT#8 in SP-211638.
2. Text Proposal
It is proposed to capture the following changes in TR 23.700-48.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc93394841]5.6	KI#6: Avoiding UE to switch away from EC PDU Session
[bookmark: _Toc93394842]5.6.1	Description
Editor's note:	This key issue corresponds to Work Task #8 in SP-211638. This sub-clause can be further improved based on contributions.
[bookmark: _Toc93394843]This key issue investigates the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).
This key issue will study the following aspects:
-	Identify the case(s) where the UE might switch the EC traffic away from the EC PDU Session and 5GS;
-	Determine how to prevent the UE from switching away the EC traffic as necessary.
5.6.2	Scenarios
Editor's note:	This clause will document the scenarios (and potential associated use cases) applicable to KI#6, if any. This clause will be removed if left empty.
The UE is connected to PDU Session connected to an EAS via 3GPP Access (see line 1 in Figure 5.6.2-X). The UE moves to an area where only Wifi coverage is available or where Wifi coverage is preferred by the UE (e.g. due to device connectivity preferences).
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Figure 5.6.2-X
In order to prevent loss of connectivity to EAS, the device is expected NOT to move the traffic away from the PDU Session over to the Wifi connectivity (and from there directly to the internet, see line 2 in Figure 5.6.2-X).
[bookmark: _Toc93394844]5.6.3	Assumptions
[bookmark: _GoBack]Editor's note:	This clause will document assumptions applicable to KI#6, if any. This clause will be removed if left empty.

* * * * End of changes * * * *
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