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***** Start of changes *****
[bookmark: _Toc91148718]5.40.2	UE configuration and provisioning for Disaster Roaming
A UE supporting Disaster Roaming is configured with the following information:
-	Activation of Disaster Roaming;
-	Optionally, 'Applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' indication;
-	Optionally, list of PLMN(s) to be used in Disaster Condition.
The Activation of Disaster Roaming is performed by the HPLMN using the UE Parameters Update Procedure as defined in TS 23.502 [3]. The UE shall not perform disaster roaming if HPLMN has not configured the UE with Activation of Disaster Roaming.
The optional 'list of PLMN(s) to be used in Disaster Condition' may be pre-configured in USIM or provided by the HPLMN during and after a successful registration procedure over 3GPP access or non-3GPP access via Registration Request procedure or UE Configuration Update procedure as defined in TS 23.502 [3]. The 'list of PLMN(s) to be used in Disaster Condition' may be configured over non-3GPP access before disaster condition has occurred.
While roaming (i.e. not in the country of the HPLMN), the Registered PLMN may provide the 'list of PLMN(s) to be used in Disaster Condition' during and after a successful registration procedure to the UE via Registration Request procedure or UE Configuration Update procedure as specified in TS 23.502 [3]. This list shall not alter any list provided by the HPLMN.
The details of the UE behaviour regarding the usage of this list and 'Applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' indication are described in TS 23.122 [17] and TS 24.501 [47]. 
If the UE is not configured with 'list of PLMN(s) to be used in Disaster Condition' follows the procedure described in TS 23.122 [17] to select PLMN to be used in Disaster Condition.

***** End of changes *****


