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	Reason for change:
	In C1-220849, CT1 has agreed for below indication:

'Applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' indication. 
This will be provided to the UE as part of UPU procedure by HPLMN. UE uses this indication to determine if it has to use the list configured by VPLMN in roaming area for PLMN selection procedure as defined in TS 23.122


	
	

	Summary of change:
	Align with CT1 agreement by including the indication in UPU procedures.
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The purpose of the control plane solution for update of UE parameters is to allow the HPLMN, SNPN, or CH to update the UE with a specific set of parameters, generated and stored in the UDM, by delivering protected UDM Update Data via NAS signalling. The HPLMN, SNPN, or CH updates such parameters based on the operator policies.
The UDM Update Data that the UDM delivers to the UE may contain:
-	one or more UE parameters including:
-	the updated Default Configured NSSAI (final consumer of the parameter is the ME);
-	NSSAA credentials per S-NSSAI as defined in TS 33.501 [15] (final consumer of the parameter is the ME or USIM); and
-	DN-specific credentials for authentication/authorization of the PDU Session establishment as defined in TS 33.501 [15] (final consumer of the parameter is the ME or USIM);
-	the updated Routing Indicator Data (final consumer of the parameter is the USIM when the related credential is stored in the USIM, i.e. for PLMN or SNPN credentials; or final consumer of the parameter is the ME when the related credential is stored in the ME, i.e. for SNPN credentials).
-	a "UE acknowledgement requested" indication.
-	a "re-registration requested" indication.
-	a "Activation of Disaster Roaming" indication.
-	a 'Applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' indication.
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