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Abstract: This document proposes the key issue on AF triggered MBS session. 
1. Introduction
In SP#94e, new SID on Architectural enhancements for 5G multicast-broadcast services Phase 2 has been agreed with the following work task:
	WT#2.  	Study whether and how to support on demand multicast MBS session triggered by AF, and efficient resource utilization via 5GC choosing multicast and/or unicast delivery for a certain service.


Two interpretations could be derived from this work task:
(a) AF triggered MBS session management, such as, AF sends the join request or leave request to the core network on behalf of UE. 
(b) Choosing multicast and/or unicast delivery for a certain service
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-47.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc22214903][bookmark: _Toc23254036][bookmark: _Toc92882279][bookmark: _Hlk91782779]5	Key Issues
5.C	Key Issue #C: AF triggered MBS session 
5.C.1	Description 
AF triggered MBS session may imply AF sends the join or leave request to the core network on behalf of UE to enable the MBS data either transmit via multicast, e.g., the 5GC shared/individual MBS delivery, or via unicast delivery. In addition, to bring efficiency, the dynamic switching between unicast and multicast or vice versa can be considered.
In light of above, the following aspects will be studied:
-	How to enable the AF triggered multicast MBS session: 
-  Whether and how to enhance the Release-17 MBS procedure to enable the AF triggered multicast MBS session management, e.g., membership provisioning, UE consent, and involved network functions.
-	Whether and how to enhance the Release-17 MBS procedure to perform the on-demand switching between unicast and multicast delivery and vice versa.
-  Which entity (e.g., 5GC NFs, application server) performs the switching between unicast and multicast (and vice versa) delivery, and what trigger criteria needs to be taken into consideration.
* * * * End of changes * * * *
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