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[bookmark: _Toc93070675][bookmark: _Toc92875652][bookmark: _Toc93070679]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]	Recommendation ITU-T H.264 (06/2017): "Advanced video coding for generic audio visual services" | ISO/IEC 14496-10:2014/Amd.3 2016: "Information technology - Coding of audio-visual objects - Part 10: Advanced Video Coding".
3	Definitions of terms and abbreviations
[bookmark: _Toc92875653]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Video Slice: A region of a video frame that is encoded separately from other regions in the same frame. The details refer to “slice” specified in H.264/AVC[x].
[bookmark: _Hlk94271626]Media Unit: The group of IP packets which carry as payload parts of the same media stream element, e.g. a frame or video slice. All IP packets of this group have to be received successfully to enable the use of the element for the application.
[bookmark: _Toc92875654]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
MU	Media Unit
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