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1. Introduction
From the WID (SP-211650) and WT 8 this study should investigate:
WT8)
Investigate the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).

This contribution proposes a KI definition for this WT.
2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-48.
* * * Start of change * * * 
5.6
KI#6: Avoiding UE to switch away from EC PDU Session
5.6.1
Description


Investigate the potential need and solutions to avoid the UE to switch the EC traffic away from the EC PDU Session and 5GS altogether, due to conflicting connectivity preferences in the device (e.g. via means outside of 3GPP connectivity, e.g. non-integrated Wifi).

The following aspects needs to be studied:
· Investigate potential need and solutions to allow a UE application to guarantee that it always uses the PDU Session for EC traffic regardless of other connectivity preferences in the UE.

5.6.2
Scenarios


The scenario for this KI is when the edge application in the UE has established a new, or uses an existing PDU Session for EC traffic, then the application should be able to continue to use that connectivity regardless if other connectivity (e.g. non-integrated Wi-Fi) will be available and used for other applications in the UE.
5.6.3
Assumptions

Editor's note:
This clause will document assumptions applicable to KI#6, if any. This clause will be removed if left empty.

* * * End of change * * * 
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