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Abstract of the contribution: This pCR proposes a new Key Issue to study how to support for exposure of 5GS QoS information and network conditions to the Application to enable quick codec/rate adaptation help to provide desired QoE (e.g. such as assist in alleviating 5GS congestion). 
1 Introduction
In SA2#148, SA2 agreed on the new study on XR (Extended Reality) and media services. One of the objectives is to Study exposure of 5GS QoS information (e.g., QoS capabilities) and network conditions to the Application to enable quick codec/rate adaptation help to provide desired QoE (e.g. such as assist in alleviating 5GS congestion).
This paper proposes a new key issue to study what potential enhancements in the 5GS may be needed to support the exposure of 5GS QoS information and network conditions to the Application to enable the XR and media services.

2 Proposal

This contribution proposes to include Key Issue x in TR23.700-60 according the following proposal:
Start of changes

5
Key Issues

5.X
Key Issue #X: Support for exposure of 5GS QoS information and network conditions to the XRM Application
5.X.1
Description


One of the requirements documented in TS 22.261[Y] about tactile and multi-modal communication service, is the following:
The 5G system shall support a means to apply 3rd party provided policy(ies) for flows associated with an application. The policy may contain e.g. the set of UEs and data flows, the expected QoS handling and associated triggering events, other coordination information.
This key issue will study how to support the exposure of 5GS QoS information and network conditions to the XRM Application.

In particular, this KI will address:

-
Which 5GS QoS information and network conditions are need to exposure to XRM Application? 

-
How does 5GS know which QoS information and network conditions that XRM application needed? Which NF(s) need to know about these information?

-
Whether and how the application (e.g., an XRM AF) can request Event Notifications about the QoS information and network conditions from 5GS and be notified by 5GS on these XRM related attributes?
NOTE: Parameters for exposure may coordinate with RAN and SA4.
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