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	[bookmark: _Hlk55138113]Reason for change:
	SA2 agreed to let RAN to define how the UE distinguishes the Paging from a network that does not support the Paging Cause Indication for Voice Service feature and Paging which is not triggered by voice. However, when the RAN is shared by multiple networks, the UE shall support to distinguishes the above two paging cases per network. The principle should be captured in SA2.

	
	

	Summary of change:
	When the RAN is shared by multiple networks, the UE shall support to distinguishes the above two paging cases per network.

	
	

	Consequences if not approved:
	MUSIM Paging Cause feature doesn’t take RAN Sharing case into account.
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[bookmark: _Toc19105783][bookmark: _Toc27821199]***** FIRST CHANGE *****
[bookmark: _Toc91146007]4.3.33	Support for Multi-USIM UE
[bookmark: _Toc91146010]4.3.33.3	Paging Cause Indication for Voice Service
A Multi-USIM UE and the network may support the Paging Cause Indication for Voice Service feature.
The MME that supports Paging Cause Indication for Voice Service feature should provide a Voice Service Indication in the S1AP Paging message for the MMTel voice service, only if the UE indicates the Paging Cause Indication for Voice Service feature is supported. The MME determines the downlink data triggering the paging is related to a MMTel voice service based on the Paging Policy Indicator as specified in clause 4.9 for MMTel voice.
NOTE:	The indication of CS voice in the CN domain indication in S1AP paging message and Uu paging message is not modified by the Paging Cause Indication for Voice Service feature.
Upon reception of the Voice Service Indication in S1AP Paging Message, an eNodeB that supports the Paging Cause Indication for Voice Service should include the Voice Service Indication the Uu Paging message to the UE.
A UE that supports the Paging Cause Indication for Voice Service feature is capable of differentiation between Paging from a network that does not support the Paging Cause Indication for Voice Service feature and Uu Paging without the Voice Service Indication. How the UE distinguishes the Paging from a network that does not support the Paging Cause Indication for Voice Service feature and Paging which is not triggered by voice servicewithout the Voice Service Indication is defined in TS 36.331 [37]. When the RAN is shared by multiple networks, the UE shall support to distinguishes the above two paging cases per network.
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