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[bookmark: _Toc493487903]FIRST CHANGE

6.5.4	MBS XXX SAI ID
Editor's note:	The name MBS XXX ID is temporary and FFS.
The MBS XXX ID is used for broadcast MBS session to guide the frequency selection of the UE.
NOTE 1:	The MBS XXX ID is also used to avoid broadcast the TMGI list in the SIB.
MBS XXX ID identifies a preconfigured area within which the cell(s) announces the MBS XXX ID and the associating frequency (details see TS 38.300 [9]). MBS XXX ID and their mapping to frequencies are provided to RAN nodes via OAM.
Based on this configuration, RAN nodes announce in SIBs over the radio interface information about the MBS XXX IDs and frequencies.
MBS XXX ID and related service area (e.g. cell list, TAI or TAI list) is configured in the MB-SMF. During the MBS Session Creation, the MB-SMF determines the MBS xxx ID(s) according to the MBS service area and returns the MBS xxx ID(s) to the AF via NEF/MBSF in the response.
NOTE 2:	The pre-configured service area of MBS XXX ID may be bigger than the MBS service area. E.g. One MBS XXX ID contains two cells, but the MBS Broadcast service is only provided in one cell. 
The MBS XXX ID(s) of a broadcast MBS session are communicated in the service announcement towards the UE. The UE compares those MBS XXX IDs(s) with the MBS XXX ID(s) in SIBs for frequency selection.
During the MBS session Start, the MB-SMF may include the MBS XXX ID(s) and associated MBS service area (e.g. cell list, TAI list) to AMF. The AMF select the NG-RAN node and send the MBS XXX ID(s) and associated MBS service area to NG-RAN nodes. When the NG-RAN receives the MBS XXX ID, it broadcast the configuration for this MBS service, e.g. TMGI and radio configuration in the air interface (details see TS 38.300 [9] and TS 38.331[x]).

Next CHANGES

[bookmark: _Toc91140544]9.1.2.2	Nmbsmf_TMGI_Allocate service operation
Service operation name: Nmbsmf_TMGI_Allocate
Description: This service is used by the NF Service Consumer to request the allocation of TMGI(s) or request to refresh previously allocated TMGI(s).
Inputs, Required: Number of TMGIs.
Inputs, Optional:  TMGI(s) (i.e. the TMGI(s) to be extended the expiry time).
Outputs, Required: TMGI(s), Expiry Time of the TMGI(s).
Outputs, Optional: NoneMBS XXX ID list.


Next CHANGES


[bookmark: _Toc91140574]9.3.2.2	Namf_MBSBroadcast_ContextCreate service operation
Service operation name: Namf_MBSBroadcast_ContextCreate
Description: This service operation is used to create the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID, Broadcast service area, N2 container (e.g. MBS Session ID, MBS QoS profile, Broadcast service area).
Inputs, Optional: Area Session ID, MBS XXX ID list, Optional parameters in the N2 container: MBS IP Multicast Tunnel Info, Area Session ID.
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (NG-RAN MBS Tunnel Info).
[bookmark: _Toc91140575]9.3.2.3	Namf_MBSBroadcast_ContextUpdate service operation
Service operation name: Namf_MBSBroadcast_ContextUpdate
Description: This service operation is used to update the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID.
Inputs, Optional: Broadcast service area, MBS XXX ID list, N2 container (MBS Session ID, Possible MBS QoS profile, Possible Broadcast service area, Possible Area Session ID, Possible MBS IP Multicast Tunnel Info).
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, NG-RAN MBS Tunnel Info).

END OF CHANGES


