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Abstract of the contribution: This contribution proposes some Definition and Abbreviations for TR 23.700-86 on Study on Ranging based services and sidelink positioning. 
1.
Discussion
Definition and Abbreviations of TR 23.700-86 is proposed.
2.
Text proposal
It is proposed to agree the following changes to TR 23.700-86:
* * * * First change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TR 22.855: " Study on Ranging-based Services".
* * * * Next change * * * *

3
Definitions of terms, symbols and abbreviations
3.1
Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


Ranging: refers to the determination of the distance between two UEs or more UEs and/or the direction and/or relative positioning of one UE (i.e. Target UE) from another UE (i.e. Reference UE) via PC5 interface.
Reference UE: A UE who determines a reference plane and reference direction in the Ranging based service and Sidelink positioning.
NOTE 1: Reference UE is the same as Observer UE used in TR 22.855[x].
Editor’s Note: Change term Observer UE to Reference UE throughout the document.
Target UE: A UE whose distance, direction and/or position is measured comparing to the reference plane, reference direction and/or location of a Reference UE in the Ranging based service and Sidelink positioning.
NOTE 2: Any UE participating in the Ranging/Sidelink Positioning can be both a Target UE and a Reference UE and can switch roles in the same Ranging/Sidelink Positioning session.
Assistant UE: A UE who provides assistance for Ranging/Sidelink Positioning when the direct ranging/sidelink positioning between a Reference UE and a Target UE cannot be supported.
Sidelink Positioning: Positioning UE using PC5.
Positioning: A functionality, which detects a geographical location and optionally, velocity (of e.g. a mobile terminal).
Relative position: An estimate of the UE position relative to other network elements or relative to other UEs.
Editor’s Note: Definition on the terminology of Ranging and Sidelink positioning will be aligned with RAN WGs, and will be revisited when there’s any conclusion in RAN WGs.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].


AS layer
Access Stratum layer
LOS
Line of Sight
ProSe
Proximity based Services

V2X
Vehicle-to-Everything
* * * * End of change * * * *

1

