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Summary:

This contribution is the revised version of Tdoc VHE-OSA 56. The S2 VHE-OSA Drafting Group meeting had agreed to the  additional text for clarification for Sections 4.2.2 and 4.2.3, and  modifications to the figure in Section  4.2.3.2. 

Reasons for Modifications

The proposed additions and clarifications are aimed at providing consistency and compliance with the S2 agreed requirements to support the "third party platform" and the "hybrid control mechanism." 

4.2.2
Service Platforms for IM Services
A service platform offering value added IM services resides either in the user's home network or in a third party location. The third party could be a network or simply a stand-alone service platform.
4.2.3
Home and Visited Service Control

In the IM subsystem, the service control scheme for offering services to roaming users is of hybrid nature. The control is enforced by elements residing either in the home network or in the visited network.  
4.2.3.1
Support of Roaming Subscribers

The Release 2000 architecture shall be based on the principle that the service control for a roaming subscriber is designated by the Home network.  The serving CSCF can be located either in the Home network (see Figure 4-1) or in the visited network (see Figure 4-2). This assignment of the serving CSCF is designated by the Home network during the registration of the UE at the visited network.
4.2.3.1.1
Serving CSCF in the Home Network
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Figure 4-1: Support of a UE via Serving CSCF in Home Network

In the case where the Serving CSCF is located in the Home Network, there are two possible scenarios to provide services:

-    via the service platform in the Home Network

-    via an external service platform (e.g. third party or visited network)

The box representing the external service platform could be located in either the visited network or in the 3rd party platform.
Editor's Note: the types of protocols to be used on the interfaces between the Serving CSCF and the different service platforms in these different scenarios are FFS.

4.2.3.1.2
Serving CSCF in the Visited Network
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Figure 4-2: Support of the UE via Serving CSCF in the Visited Network

In the case where the Serving CSCF is located in the Visited Network, there are three possible scenarios to provide services: 

-    via the service platform in the Home Network

-    via the service platform in the Visited Network

-    via a 3rd party service platform

Editor's Note: the types of protocols to be used on the interfaces between the Serving CSCF and the different service platforms in these different scenarios are FFS.

When the S-CSCF and AS are in the same network, the specification for their interface is outside the scope of this group.
Proposal

It is proposed that the above additions and modification be incorporated into the corresponding subsections of TS 23.228.

( Contact: Moh Torabi (torabi@lucent.com)
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