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Call on inter-PLMN VoLTE handover for interested delegates of SA3-LI, SA3, SA2, CT1. 
Thursday 7/7/22.
 
A) Alex Leadbetter (SA3-LI chair, BT) chaired the meeting with some assistance from Chris Pudney (Vodafone). Up to about 86 people participated.
 
B) We discussed the original SA3 LI LS in S3i220244 (= S2-2203662) and referred to the (below) diagram from C1-223682 for assistance.
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C) The message flow from page 4 of the IMScrossborder pdf (source:Ericsson, below) was discussed.
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D) The meeting felt that, if the above message flow could be made to work then this could solve the LI issues.
 
E) Next steps:
1 - independent of the LI topic, SA3 may need to check whether there are GTP firewall issues with the inter-PLMN user plane switching that occurs before the Tracking Area Update that causes step 1 to occur.

2 - UE/chipset implementors should check whether steps 4 or 7 may cause them problems.

3 - the details of the parameters (and IDs) in (at least) step 7 need to be checked/selected carefully by CT1. The ambition is to provide the new PLMN with equivalent capability as with basic S8HR.

4 - the 3GPP changes are believed to be all “network internal”, so Release 18 would be the target 3GPP release. However, new UE test cases might be implemented earlier.

5 – independent of VoLTE/VoNR, it would be useful if the IMEI and MSISDN were transferred between the MMEs/AMFs at inter-PLMN handover.

*** End ***
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