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Abstract:  The paper proposes interim conclusions for key issues 3 and 5.
1. Introduction/Discussion
The paper proposes interim conclusions for key issues 3 and 5.
2. Text Proposal
It is proposed to capture the following changes to TR 23.700-41.
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Editor's note:	This clause will list conclusions that have been agreed during the course of the study item activities.
8.X	Conclusions for Key Issue #3
Editor's note: these are interim conclusions
For support of slices with limited temporal availability, a solution will be standardized that enabled the UE to be updated with timing information related to the availability of the configured/allowed slices. It is recommended that the timing information is provided in a similar manner as the additional information provided by solutions to KI#5.

8.Y	Conclusions for Key Issue #5
Editor's note: these are interim conclusions
Standardize a solution where:
-	additional information is provided to the UE in an IE, including the indication of the TAIs where the S-NSSAI is allowable in the RA, and any additional conditions that may be needed. Such information should be conveyed in an IE (e.g. partially/conditional/secondary allowed S-NSSAI) that does not require UE re-registration when the UE moves into TAs where a s-NSSAI is allowed
-	Stage 3 in normative phase will decide what IE is used to carry this information and what cause codes should be used
-	a UE supporting this feature informs the CN in the MM capabilities, so that the AMF can create an RA considering the support for such feature and the additional information provided to the UE. 
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