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Abstract of the contribution: This pCR proposes conclusion for KI#3. 
1. Discussions
KI#3 (see below) is intended to enable temporary multicast group, i.e., dynamically create multicast session when required by the service, and release them when not required. 
5.3
Key Issue #3: On demand multicast MBS session
5.3.1
Description

For services shared by a group of users, e.g. background audio/video streams, status/warning update during the game, shared streaming of collaborative interactive application, enabling temporary multicast group for the service would be beneficial for operators to be more flexible to provide services with resource efficiency, i.e. dynamically creating multicast session when required by the service, and releasing them when not required.

….
Enabling temporary multicast group is the responsibility of the application layer, for instance in case of public safety groups it is a matter for SA6 to consider:
For public safety in EPS, SA6 has specified group management in TS 23.280 which allows group creation by administrators as well as user regrouping by authorized user/dispatcher (cf. clauses 10.2, 10.15)

For public safety in 5GS, similar functionality as in EPS is addressed in the ongoing study TR 23.700-76 (cf. Ad hoc group communication in clauses 7.1 and 7.2).
For other cases/scenarios, SA6 has also specified group management in TS 23.434.    
After the temporary group is formed on the application layer, if multicast MBS Session is to be used to deliver the MBS service, the AF creates the MBS session and perform service announcement, and the UE then request to join the MBS Session in 5GC as specified in Rel-17.

Therefore, it is our view that the use case in KI#3 can already be achieved in Rel-17.

[Proposal-1] It is proposed to conclude that KI#3 is already addressed in Rel-17.
2. Proposal

It is proposed to adopt the following update in TR 23.700-47 v0.3.0:   

* * * * * Start of Changes * * * * *  

8
Conclusions

Editor's note:
This clause will list conclusions that have been agreed during the course of the study item activities.

8.3
Key Issue #3: On demand multicast MBS session
Enabling temporary multicast group is the responsibility of the application layer. 
NOTE: For example, as per SA6 specification and study (e.g., TS 23.280, TR 23.700-76), creation of a temporary group on the application layer is already possible. 
After the temporary group creation in application layer, if multicast MBS Session is to be used to deliver the MBS service, the AF creates the MBS session and perform service announcement, and the UE then request to join the MBS Session as specified in Rel-17. 
The requirements of KI#3 are therefore already addressed in Rel-17, and no further normative work is needed.
* * * * * End of Changes * * * * *    
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