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[bookmark: _Hlk526665839]Abstract of the contribution: Evaluation and conclusion for KI #1: edge relocation in HR roaming in TR 23.700-48.
1. Discussion
The solution #3, #4, #5 and #39 address edge relocation in HR roaming. The evaluation is performed for EAS rediscovery or EAS relocation based on the scenarios UE mobility and AF triggered EAS relocation. 
2. Proposal
It is proposed to agree the following texts in TR 23.700-48.
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[bookmark: _Toc106121049]7	Evaluation
Editor's note:	This clause will capture the evaluations related to the solutions per KI.
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[bookmark: _Toc50467035][bookmark: _Toc50468379][bookmark: _Toc50468649][bookmark: _Toc50468920][bookmark: _Toc50630895][bookmark: _Toc54944245][bookmark: _Toc54945721][bookmark: _Toc54946108][bookmark: _Toc57104907][bookmark: _Toc57105291][bookmark: _Toc57106636][bookmark: _Toc57364760]7.1.x	Evaluation for Key Issue #1: Edge relocation in HR roaming
[bookmark: _GoBack]The solution #3 and #4 proposes EAS rediscovery for the scenario UE mobility to enable UE to discover new EAS information. The solution #5 (S2-2206428) proposes EAS rediscovery for the scenarios UE mobility and AF triggered EAS relocation. The solution #39 is to address the scenario EAS relocation triggered by AF using EAS IP replacement.
The solution #3 proposes to perform EAS rediscovery based on Option D, and V-SMF stores the rediscovery indication and sends it to UE. 
The solution #4 proposes to perform EAS rediscovery based on Option A/B, and it covers the multiple SMF case. The SM context including authorization policy and impact field corresponding to old target DNAI from source is transferred between V-SMF and H-SMF.
The solution #5 (S2-2206428) proposes to perform EAS rediscovery based on Option A/B, and it covers the multiple SMF case. The SM context including roaming offload policy and the information for EAS relocation is transferred between V-SMF and H-SMF.
The solution #39 proposes the solution as described in clause 6.39.2.2. It supports the EAS relocation between different PLMNs using EAS IP replacement mechanism. The AF sends PLMN ID corresponding to target EAS to the network. The H-SMF determines target DNAI and provides to H-AF for V-SMF selection. Also the H-SMF sends an inter-PLMN relocation indicator to V-SMF to indicate the EAS relocation is from HPLMN to VPLMN.
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[bookmark: _Toc106121050]8	Conclusions
Editor's note:	This clause will capture the conclusions of the study.
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Regarding the issues for edge relocation in HR roaming, for the UE mobility scenario, the solution #3, #4, #5 perform EAS rediscovery based on Option D and Option A/B respectively are recommended as baselines for the normative phase, and for the scenario EAS rediscovery for AF triggered relocation, the solution #5 is recommended as baselines for the normative phase, and for the scenario EAS relocation triggered by AF using EAS IP replacement, the solution #39 is recommended as baselines for the normative phase.
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