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There are two interworking scenarios described in TS 23.247, which may use MB2-C and MB2-U interfaces:
· Interworking with EPS, which is described in clause 5.2
· Interworking at reference points of MB2 and xMB, which is described in Annex C.
Clarification needs to be made in the spec to avoid confusions between those two scenarios.
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[bookmark: _Toc106166768]5.2	General architecture for interworking with EPS
Interworking between MBS and eMBMS at service layer functionality applies in cases where the same Multicast/Broadcast service is provided via eMBMS and MBS. Figure 5.2-1 depicts the system architecture for interworking between E-UTRAN/EPC eMBMS and MBS at service layer, with collocated BM-SC and MBSF/MBSTF functionalities.


Figure 5.2-1: MBS-eMBMS interworking system architecture at service layer
The BM-SC+MBSF/MBSTF exposes common Nmb5/Nmb10/xMB-C/MB2-C and Nmb8/xMB-U/MB2-U reference points to the NEF and/or AF/AS. A common TMGI is used towards the AF/AS. The TMGI is also used as identifier for transport over E-UTRAN/EPC.
NOTE:	MB2-C/U are both legacy reference points and 5GS reference points. For MB2-C/U as 5GS reference points, the interworking scenario is described in Annex C.
* * * End of Changes * * * 
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