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1. Overall Description:
SA2 thanks SA3 for the LS on PLMN ID used in Roaming Scenarios and the provided observations.

SA2 discussed the observations in the LS and the two Editor’s Notes in the attached CR and provides the following views: 

- The mandatory customer header “3gpp-Sbi-Asserted-Plmn-Id” defined in TS 29.500 can be always included by sending NF from Rel-17. The included PLMN ID represents the serving PLMN ID. In case of the NF supports multiple PLMNs, the NF may consider the PLMN ID that the UE is registered, unless something else is specified.
[bookmark: _Hlk111465063][bookmark: _Hlk111464996]- Other solutions may involve e.g. tThe sending SEPP or SCP may include including a “Default” PLMN ID in case of multiple PLMNs are supported in the SEPP, if the sending NF (e.g. pre-Rel-17 NF) has not provided the serving PLMN ID related information in the message or in the customer header or in its certificate or based on locally configured rules.

- SA2 considers that CT4 SA3 is most suitable group to lead the discussion of this issue since this is closely related to the detailed protocol design.
- Stage 2 requirement is expected to be documented in SA3 specifications. 
- GSMA should be kept in the loop

2. Actions:
To SA3, CT4
ACTION: 	SA2 kindly asks CT4 and SA3 to take the above information into consideration.


3. Date of Next SA2 Meetings:
SA2#153e                   October 10-14, 2022                              		Electronic meeting
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