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1. Overall Description:
At SA2  #152E meeting, solution #22 for Application Data Channel establishment based on application ID was captured in clause 6.22 of TR 23.700-87 v.1.0.0. This solution proposes that the UE provides DC Application ID  in SDP Offer to identify the association of requested application DC with the  application. The DC application ID is used for the following purpose:
	- Assists the DC Server to determine the policy applied for the requested DC (e.g. direct DC between UEs, DC terminating in DC server, forwarding DC streams to/from AR Server).
	- Assists the peer UE to trigger the downloading of the same DC application. 

SA2 kindly asks SA4: 
1. SA2 is considering to support scenarios where a UE downloads multiple DC applications from a DC Server within one MMTel session.  From SA4 perspective, how can the DC server in such a scenario associate the requested application DC with the corresponding DC application?
2. How can information related to the DC application that was downloaded by the originating UE be signalled to the peer UE allowing the peer UE to download the same application with the assumption in bullet 1?
3. If multiple Data Channels are to be established by a DC application, how can the DC Server identify each Data Channel for the purpose of policy selection as indicated above? 

2. Actions:
To SA4 group.
ACTION: 	SA2 kindly requests SA4 to answer the above questions.  

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #154	14-18 November 2022	Toulouse, FR
TSG-SA2 Meeting #155	20-24 February  2023	EU
