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	Reason for change:
	There is an omission introduced by approved CR2926R04 (AF specific UE ID retrieval; SP-211289):

1) As indicated in clause 4.15.10, the AF may provide DNN and S-NSSAI in the Nnef_UEId_Get request operation:

1.	AF requests to retrieve UE ID via the Nnef_UEId_Get service operation. The request message shall include UE address (IP address or MAC address) and AF Identifier, it may include, MTC Provider Information, Application Port ID, IP domain. The MTC Provider Information identifies the MTC Service Provider and/or MTC Application. If available the AF may also provide the corresponding DNN and/or S-NSSAI.

However, these two parameters are currently missing from the Input parameters in the Nnef_UEId_Get definition in clause 5.2.6.27.2.



	
	

	Summary of change:
	Clause 5.2.6.27.2:
- Adds DNN and S-NSSAI among the optional Input parameters of Nnef_UEId_Get.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc114668728]5.2.6.27.2	Nnef_UEId_Get operation
Service operation name: Nnef_UEId_Get
Description: Get the UE identifier.
Inputs, Required: UE address (i.e. IPv4/IPv6 address or MAC address), AF Identifier.
Inputs, Optional: DNN, S-NSSAI, IP domain, Application port ID, MTC Provider Information.
Outputs, Required: Result, AF specific UE Identifier represented as an External Identifier.
Outputs, Optional: None.
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