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Abstract: The conclusion on KI#2 of FS_5WWC_Ph2 for TNGF selection has not completed with an EN unsolved. This contribution would like to update conclusion on KI#2 to solve the EN and finalize the conclusion on KI#2 for TNGF scenario. 
1. Introduction/Discussion
Currently, the WLAN SP policy is enhanced to enable the UE to select an SSID corresponding to the S-NSSAIs needed by UE. This can be achieved when the latest WLAN SP policy is updated to UE promptly. Otherwise, UE cannot utilize the WLAN SP policy to select an appropriate SSID. Therefore, apart from PCF providing the WLAN SP policy with UE, the AMF can also provide the appropriate SSID and TNGF information to UE during Registration procedure when UE does not connect with an appropriate TNGF.
Moreover, when UE selects an appropriate SSID, how the TNAP select an appropriate TNGF is not captured. Therefore, the conclusion shall be further updated to provide a completed solution.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-17.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc113263312][bookmark: _Toc113283553]8.2.2	How to select a TNGF that supports the S-NSSAI(s) needed by the UE
Selection of a TNGF that supports the S-NSSAIs needed by the UE is enabled based on:
-	UE based solutions where UE(s) to use WLAN SP policy to select a SSID allowing to access to a TNGF that supports the slices the UE are willing to use and then leverage this information to try registering onto 5GC via TNGF.
-	The WLAN SP policy is extended with the indication of the set of slices associated to a SSID.
-	AMF may trigger the UE Policy Association Establishment procedure to provide the UE with updated WLANSP if the selected TNGF does not support the slices requested by UE.
-	AMF may provide the target TNGF information (e.g. TNAN information such as SSID and TNGF ID) associated with the Requested NSSAI to UE within Registration Reject message.
-	UE selects an appropriate SSID associated with the Requested NSSAI and build the realm of NAI with the appropriated TNGF ID.
-	TNAP selects the target TNGF based on the SSID selected by the UE and the realm part of NAI provided by the UE.
Editor's note:	Whether an AMF based approach where the AMF may redirect (via a registration reject) a UE towards a another SSID is to be supported is FFS.
No solution using the AMF redirection of the UE with a registration accept will be pursued in normative specifications.
[bookmark: _GoBack]* * * * End of changes * * * *
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