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Abstract of the contribution: Update to evaluations and conclusions on KI#1.
1 Discussion
Solution #20 proposed in SA2#152e includes UPF NF profile information registered in NRF.
Solution #20 proposes that an UPF supporting NAT functionality may register Public IP address pool information per IP Domain in NRF. The Public IP address pool information may be on per DNN and S-NSSAI basis.
There is one Editor’s Notes on clause 8.1 that should be resolved:
[bookmark: _Hlk98750820]Editor's note:	If the NF profile for UPF shall have an indirect/direct support indication as per solution 12 for the event exposure service is FFS.
For this EN, whether indirect or direct subscription is used for a consumer NF is concluded in KI#2. So there is no need to have an indirect/direct indication registered in the NRF as the NF profile for UPF. Whether to use direct subscription or indirect subscription is the inner logic of the consumer NF. The UPF only needs to show the supporting of UPF event service exposure service.
2 Proposal
[bookmark: _Hlk513714389][bookmark: _Toc500949097][bookmark: _Hlk93055440]It is proposed to update TR 23.700-62 v1.0.0 as follows.

First change 
[bookmark: _Toc112754006][bookmark: _Toc113014249][bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc97057914][bookmark: _Toc97052459][bookmark: _Toc97052787][bookmark: _Toc97057841]7.1	Overall Evaluation of solutions for Key Issue #1
For KI#1:
-	How to support UPF event exposure service(s) registration/deregistration on NRF, and what parameters to be registered in the NF profile of UPF.
-	How to support UPF service discovery via the NRF, and what parameters that can be used for discovery.
Solution #1 (clauses 6.1.2.1-6.1.2.4) can be seen as the basis to solve these aspects of KI#1. It is also considered and enhanced by Solution #12, Solution #20 and Solution #1 (clause 6.1.2.5.3) further.
Solution #12 proposes direct subscription and indirect subscription for NWDAF collecting data from UPF. The impact of Solution #12 on KI #1 is that it proposes to include direct indication and/or indirect indication in UPF NF profile when UPF registers to NRF.
[bookmark: _Hlk114825690]Solution #20 proposes that an UPF supporting NAT functionality may register Public IP address pool information per IP Domain in NRF. The Public IP address pool information may be on per DNN and S-NSSAI basis.
For KI#1:
-	How to support UPF selection for a UPF event exposure service request targeting a specific UE or a specific PDU session.
Solution #1 (clauses 6.1.2.5.1 and 6.1.2.5.2) can also be considered to solve that aspect of KI#1:
-	It can be used for UPF selection with information of UE IP address, as described in clause 6.1.2.5.1.
-	It can be used for UPF selection with information of SUPI, S-NSSAI and DNN, as in clause 6.1.2.5.2.
-	It can be used also for UPF selection with information of UE IP address, by first applying existing functionality for IP address translation into SUPI using BSF service.
-	It can be used for UPF selection with information of Group Identifier by first applying existing functionality for Group Identifier translation into SUPI list using UDM service.
By specifying in normative phase the enhancements proposed in clause 6.1.2.1-6.1.2.5 4 from solution #1 and , clause 6.12.3.2 from solution #12, and clause 6.20.3.1 from solution #20, the following issues from KI#1 are covered:
-	How to support UPF event exposure service(s) registration/deregistration on NRF, and what parameters to be registered in the NF profile of UPF.
-	How to support UPF service discovery via the NRF, and what parameters that can be used for discovery.
The following issue from KI#1 is not covered:
-	How to support UPF selection for a UPF event exposure service request targeting a specific UE or a specific PDU session.
Second change 
[bookmark: _Toc112754009][bookmark: _Toc113014252]8.1	Conclusions for Key Issue #1
UPF(s) register their Event Exposure service(s), supported event ID(s) onto NRF. Procedures defined in the present TR, clauses 6.1.2.1 to 6.1.2.4 and clause 6.20.3.1 are endorsed as a baseline for normative specifications.
Editor's note:	If the NF profile for UPF shall have an indirect/direct support indication as per solution 12 for the event exposure service is FFS.
The conclusion for the not covered issue in KI#1 will be concluded as part of KI#2.

End of change 
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