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Abstract of the contribution: Add conclusion to take solution#6 in clause 8.1.2 how to identify PLMN specific URSP Rules in TR 23.700-85.
Discussion 
Regarding the four bullets, the option-a has a strong burden for both UE and network side. Specifically, it needs UE to evaluate many irrelevant RSDs in a URSP rule, also for the update of any VPLMN’s RSD, it needs to provision all PLMNs’ URSP rule/RSDs to the UE.

The option-c has a straight-forward way to provision the URSP rules, and let the UE avoid evaluating irrelevant RSDs in a URSP rule. The provisioning of URSP rule will also be more efficient because it can just provide the target PLMN’s URSP rule without mixing other PLMNs’ rule.

Therefore, it is proposed to use select solution#6 in clause 8.1.2. Otherwise,   
Proposal

It is proposed to updated TR 23.700-85 as follows: 

**** First Change ****

8.1.2
Conclusions on the how to identify PLMN specific URSP Rules

To enable the PCF to provide and the UE to identify the PLMN specific URSP Rules, the following conclusion principles apply:

-
VPLMN ID is provided to UE along the URSP. The solution#6 is selected to provision UE with the mapping between PSI and PLMN ID, so as to realize an efficient URSP evaluation and provisioning. 

**** End of Changes ****
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