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Abstract of the contribution: This contribution proposes updates on the conclusion for KI#3.
1. Discussion 
This contribution proposes updates on the conclusion for KI#3.
2. Proposal

It is proposed to adopt the following changes in TR 23.700-81.   

*** Start of the 1st change ***

8.3
Key Issue #3: Data and analytics exchange in roaming case

For KI#3, the following architectural principles are agreed as conclusions:

-
A central NF is used as entry point to exchange analytics in roaming scenario between HPLMN and VPLMN. It authorizes the request according to operator policies and user consent and it filters the information exposed in reply to the request.
-  The selection of the central NF (i.e. NWDAF, DCCF, NEF or new NF, e.g. GEF) will be decided during the normative work.
-  Whether to provide raw data from VPLMN to HPLMN, or vice versa will be decided during the normative work.


NOTE:
For security aspects, coordination with SA WG3 is required.


The conclusions for Key Issue #3 "Data and analytics exchange in roaming case" are as follows:

The following use cases are supported:

-
VPLMN may consume analytics information generated by HPLMN:

-
In home routed roaming scenarios, HPLMN analytics information (i.e. slice load level analytics, NF load analytics, etc.) can be leveraged by the AMF in the VPLMN for Network Slice selection and SMF selection for PDU Session management.

-
UE-related analytics information provided by the HPLMN (e.g.. service experience analytics, etc.) can include statistics or predictions for outbound roaming UEs

Editor's note:
It is FFS whether the HPLMN can consume UE related analytics generated by the VPLMN. It needs to be studied whether the VPLMN can provide any meaningful analytics related to a user, in particular if the VPLMN can have analytics models for a user and whether it has access to raw data from the HPLMN for analytics and predictions. Otherwise the HPLMN will need access to raw data from the VPLMN for analytics statistics or predictions for outbound roaming UEs.
-
In home routed roaming scenarios, analytics information with statistics or predictions for outbound roaming UEs can be leveraged by the H-PCF for QoS control of the PDU Session.

-
Analytics information (i.e. service experience analytics, slice load level analytics, etc.) can be leveraged by the H-PCF for decision of NSSP in URSP rules provisioned to the UE roaming in the VPLMN. This usage scenario requires coordination with FS_UEPO, key issue 1.

*** End of the 1st change ***
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